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WILTON CORPORATION BUILDS THE 
HIGHEST QUALITY INDUSTRIAL PRODUCTS 

FOR YOUR PLANT. 


Wilton’s reputation for quality workholding tools and supplies is based on leadership and 
innovation. Our industrial line products give you more design features than any others. If you 
want the best tool for the job and the best value for your money, specify Wilton. 

Every Wilton product gives you 
Quality... 

Wilton industrial products are built to meet high quality standards, to assure you better, 
safer use and greater convenience while providing longer service. 

Value... 

When you get the best at a competitive price, you get value. The extra features and 
performance built into our products make them the best buy for your money. 

Pride... 

The same pride that built our reputation in workholding tools goes into every Wilton industrial 
product. Our desire to provide you with the best products, guarantees continued excellence in leadership 
and innovation. 

Exciting New Programs and Literature from Wilton ... 

SAFETY VIDEO 

Wilton’s new safety video entitled, “Safety Cyborg... A Video On Clamp And Vise Safety” highlights clamp 
and vise safety using an amusing yet informative style. The 18-minute video is available to be shown to 
plant managers and human resource personnel by a Wilton representative who will, in conjunction with 
plant personnel, then perform an on-site safety inspection and tag all unsafe tools for repair or 
replacement. Posters will also be available after each survey to serve as a reminder about proper clamp 
and vise safety. 

This innovative new service is just another example of Wilton Excellence, a total quality philosophy 
designed to promote extraordinary levels of customer service. 

TOOL PARTS LIST BOOKLET 

This updated version includes complete parts breakdowns for all Wilton Tool products. Detailed diagrams 
are also included for quick reader reference. 

HOW TO BUY A VISE / CLAMP BROCHURES 

These two newly-revised brochures contain features and constructions of vises and clamps which aid in 
the selection of the appropriate workholding tools. Wilton’s full line of clamping tools and vises are 
highlighted using a concise, informative style. Features include Wilton’s exclusive design innovations, 
selection guides, application photographs and all pertinent product information. Competitive cross 
reference charts are also included for comparison purposes. 

WILTON TOOL PRODUCTS CATALOG - ON LINE 

Visit Wilton’s catalog On Line over the Internet’s World Wide Web. Wilton is part of MROP On Line 
which is the leading electronic service for the MRO community. 

Find us at "http://www.industry.net/mrop/wilton". 












BROUGHT TO YOU BY YOUR 
WILTON INDUSTRIAL DISTRIBUTOR 


An important “extra” with every Wilton Product. 

Your local Industrial Distributor is an added value behind every Wilton 
product. They’re “your first source” for MRO supplies. Wilton Industrial 
Distributors are more than your source for supply, they’re your source for 
know-how that can work for you to lower inventory costs, boost production, 
and solve metalworking problems. Need help with an application? Contact 
your local Industrial Distributor - “Your first source”. 

A Wilton Distributor gives you 

Stock... 

He carries a stock of Wilton’s popular tools and industrial products and is 
ready to deliver the ones that fit your needs ... when you need them. 

Service... 

Because he’s nearby, you can depend on your Industrial Distributor to keep your production running with 
tools and industrial supplies to meet your “just in time” inventory needs. 

And Support... 

Wilton Industrial Distributors are up-to-date on product advancements, modern inventory methods, and 
metalworking applications. Product knowledge and production technical expertise make him a valued 
member of your team. 



WILTON AND YOUR INDUSTRIAL DISTRIBUTOR 
PARTNERS IN PRODUCTIVITY 


Catalog and Universal Product Code Numbering System 

Wilton Corporation participates in the Universal Product Code product identification programs. All items in this catalog 
are covered by a Wilton catalog number and a Universal Product Code number. This system of distributing codes is 
being developed to provide manufacturers with product numbers that are universally suitable and recognizable. 

To order using this system, use Wilton’s manufacturer code 697203 as a prefix to Universal Product Code Numbers 
listed for the products you are specifying. 

Example: 697203-10021 Wilton Model 450S Machinists’ Vise 

Important Notice to Purchasers 

Products in the catalog carry a limited guarantee. Guarantees are provisional. Products which are abused or overloaded 
in the opinion of Wilton are exempted. In all cases Wilton’s guarantee is limited to the replacement of parts or repair 
of the product; FOB factory or warehouse service station. Freight is the responsibility of the user. 

Listed cutting capacity of drills and saws are maximum, and intended for intermittent use. Such capacity is attainable 
only under ideal shop practices and with sharp cutting tools. It is solely up to the user to determine the suitability of the 
machine for any specific application. 

Neither the manufacturer or distributor shall be liable for any injury or damage out of the use or suitability of this product. 
It is up to the user to determine suitability and safety of the product for his intended use, and the user assumes all risks 
and liability herewith. All specifications are subject to change without notice. 
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BENCH VISES 












Only Wilton builds Machinists’ Vises with 
this array of design features. A Wilton 
vise is built for performance and endur¬ 
ance on the job. 

Stress parts are 60,000 PSI ductile iron; 
twice the strength or 50% stronger than 
others. And, the exclusive round lathe- 
turned slide bar adds strength and preci¬ 
sion fit for demanding work. 

Compared feature for feature, there’s no 
equal to a Wilton vise. Because we build 
more vises than anyone, you can buy a 
Wilton vise without paying more. 

5 Year Guarantee. Meets all government 
specifications. 



Hardened steel jaw, replaceable inserts 
are machine serrated for safe, sure grip 
under maximum torque. 


i—Alia iinuai 

Wilton’s design gives you more working 
room where it counts. 


Precision slide bar keyed - 
keyway broached in stationary casting 
assures .003 precision fit. 


Main stress castings are 
60,000 PSI tensile 


I 
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See Safety Information on page 73 








































Enclosed design keeps 
contaminants out, lifetime 
lubrication for smooth 
operation. 


Locking swivel base - 
360° rotation is enhanced by 
serrated swivel base with double 
lockdowns for non-slip holding 
and four mounting points. 


,. ^ 


Straight line design - 
horizontal spindle and nut 
eliminate thread wear, in¬ 
crease clamping power. 






Greater throat depth - more working 
area. 



Precision slide bar - keyed for a .003" 
fit. 

See Safety Information on page 73 



Straight line pull ■ a lifetime system. 
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MACHINISTS’ VISES 
WITH SWIVEL BASE 



Unique design features (see pages 6 and 7) make the Wilton 
Machinist’s Vise industry’s favorite. Swivel design includes 


smooth 360° rotation and positive lock positioning. Conforms 
with Federal Specification GGG-V-410a, Type VI, Class 2. 


SPECIFICATIONS 


Catalog 

Number 

UPC 

Number 

Jaw 

Width 

Maximum 

Opening 

Throat 

Depth 

Shipping 
Weight Lbs. 

250S 

10001 

2 W 

3" 

1 7 /a" 

13 

300S 

10006 

3" 

4 3 /4" 

2 5 /a" 

28 

350S 

10011 

3V2" 

574" 

2 3 /4" 

42 

400S 

10016 

4” 

6 V 2 " 

372" 

61 

450S 

10021 

4Vz" 

772” 

4" 

72 

500S 

10026 

5" 

8 " 

474" 

96 

600S 

10031 

6 ” 

10 " 

57 2 " 

154 

800S 

10036 

8 " 

12 " 

5 13 /ie" 

240 


All Vises ordered with smooth jaws will be shipped with smooth jaws 
installed except 250S, 500S, 600S and 800S. 

Use with Magnefix and Copper Jaw Caps, pages 24 - 26. 




MADE IN 
THE U.S.A. 


* ★ ★ jr ± rk * A * 
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See Safety Information on page 73 























MACHINISTS’ VISES 
WITH STATIONARY BASE 



Same unique design features as described on pages 6 and 
7, except stationary base. Can be readily converted to swivel 


base type with the addition of Wilton's swivel assembly. 
Conforms with Federal Specification GGG-V-41 Oa, Type VI, 
Class 1. 


SPECIFICATIONS 



Catalog 

Number 

UPC 

Number 

Jaw 

Width 

Maximum 

Opening 

Throat 

Depth 

Shipping 
Weight Lbs. 

250N 

10046 

2V 2 " 

3" 

1 7 /8" 

11 

300N 

10056 

3" 

4 3 /4" 

2 5 / 8 " 

24 

350N 

10066 

3 V 2 " 

5V4" 

2 3 / 4 " 

35 

400N 

10076 

4" 

6V 2 " 

3V 2 " 

52 

450N 

10086 

4 V 2 " 

7 V 2 " 

4" 

63 

500N 

10096 

5” 

8" 

474" 

86 

600N 

10106 

6" 

10" 

5V2" 

142 

800N 

10116 

8" 

12" 

5 13 /ie" 

227 


All Vises ordered with smooth jaws will be shipped with smooth jaws 
installed except 250N, 500N, 600N and 800N. 

Use with Magnefix and Copper Jaw Caps, pages 24 - 26. 


r ★★★★★★★ i 


MADE IN 
THE U.S.A. 


★ ★★★★★ ★ * 


See Safety Information on page 73 
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COMBINATION PIPE 
& BENCH VISES 




Wilton builds combination vises forthetough¬ 
est application you’ve got. Plant mainte¬ 
nance, oil field service and heavy construc¬ 
tion all need the sheer strength of these 
massively built tools. 

Our combination vises have the features to 
handle any of the workholding jobs your 
maintenance or construction crew encoun¬ 
ter. 



Hardened steel jaw inserts - 
machine serrated, replaceable 
jaws assure a positive hold. 


Enclosed construction keeps 
lubrication in, contaminants 
out, perfect for outdoor use. 


Locking swivel base - with 
double lockowns for non-slip 
hold in any position. 


Large Anvil. 


5 Year Guarantee. Meets all 
Government specifications. 


f| 


SPECIFICATIONS 


Catalog UPC Jaw 
Number NumberWidth 

Pipe Jaw 
Capacity 

Maximum 

Opening 

Throat 

Depth 

Shipping 
Weight Lbs. 

C-0 

10200 

3V 2 " 

Vs" - 2V 2 " 

4" 

4 V 2 " 

52 

C-1 

10225 

4V2" 

V8" - 3V2" 

6" 

4 3 /4" 

77 

C-2 

10250 

5" 

Vs" - 4 V 2 " 

7” 

5 5 /i6 H 

115 

C-3 

10275 

6" 

VV - 6" 

9” 

6 5 /8 h 

206 


Use with Wilton Magnefix and Copper Jaw Caps pages 23-26. 


i> 


See Safety Information on page 


73 
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Alloy steel slide bar - added 
strength and keyed for a pre¬ 
cision fit. 


Self-centering pipe jaws - 
hardened steel jaws hold up 
to 6" pipe safely, securely. 


60,000 PSI tensile ductile iron 
body parts for mass and 
strength. 



Maximum Working Capacity 


Self-Centering Pipe Jaws 


Straight Line Pull - Unbreakable 
Spindle and Nut 


See Safety Information on page 73 






























Perfect for utility or maintenance truck, construction sites, 
pipeline projects and oil field service. These vises have the 
same design features as the Wilton Machinist's and Combi¬ 
nation Vises: straight line pull; enclosed design; hardened 
steel top and pipe jaws; 60,000 PSI tensile for main stress. 


In addition, this vise line is painted with our regular rust 
inhibiting finish, then sprayed with a clear automotive acrylic 
lacquer. The vise jaws, pipe jaws, spindle assembly and lock 
nuts are heavily zinc plated and treated with a rust inhibitor. 


SPECIFICATIONS 


Catalog 

UPC 

Jaw 

Pipe Jaw 

Maximum 

Throat 

Shipping 

Number NumberWidth 

Capacity 

Opening 

Depth 

Weight Lbs. 

AW35 

10400 

3V 2 " 

Vb" - 2V 2 " 

4" 

472" 

52 

AW45 

10500 

472“ 

Vs" - 372" 

6" 

4 3 /4" 

77 


Use with Wilton Magnefix and Copper Jaw Caps pages 23 - 26. 


********* 


MADE IN 
THE U.S.A. 


★ ★★★★★★★★ 
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See Safety Information on page 73 






























TRADESMAN VISES 




60,000 PSI ductile 
iron body part 


Round, lathe-turned 
slide bar 


Hardened steel top 
and pipe jaws 


Large anvil 


Enclosed 

design 


Straight line design 


For general purpose service or maintenance shops not 
requiring the strength of a combination vise, Wilton offers its 


Tradesman’s Vises. While lighter in weight, these vises 
include the most important Wilton design features. 


SPECIFICATIONS 


Catalog 

Number 

UPC 

Number 

Jaw 

Width 

Pipe Jaw 
Capacity 

Maximum 

Opening 

Throat 

Depth 

Shipping 
Weight Lbs. 

1740/2040 

11340 

4" 

VV - 2 V 2 " 

4" 

3 V 4 " 

33 

1750/2050 

11350 

5" 

Va" - 3" 

5" 

3 3 /4" 

49 

1760/2060 

11360 

6" 

V - 3V2 m 

6 V 2 " 

4"' 

70 

1780/2080 

11380 

8" 

Va" - 3 V 2 " 

7V 2 " 

4 3 /4 u 

105 


Use with Wilton Magnefix and Copper Jaw Caps pages 23 - 26. 




MADE IN 
THE U.S.A. 


★★★★★ ★ ★★★ 


See Safety Information on page 73 
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UTILITY WORKSHOP VISE 




The Durable 600 
Series is America’s 
Value Vise 

Select the Utility Workshop Vise when 
you need a versatile, all-around vise. 
This is a tough vise ready for a variety 
of applications at a modest price. All of 
the 600 vises feature a formed steel 
channel beam and a hefty 30,000 PSI 
body casting. 

Features include: 

■ Replaceable, serrated steel top 
jaws for a tight grip 

■ Built-in pipe jaws to handle 
various pipe sizes 

■ 180° swivel base with locknut 

■ Large anvil with plenty of work 
surface 

Use for utility and light duty applica¬ 
tions. For heavy duty industrial jobs 
use the Wilton Machinists’ or Trades¬ 
man Vises. 




SPECIFICATIONS 


Catalog 

Number 

UPC 

Number 

Jaw 

Width 

Throat 

Depth 

Maximum 

Opening 

Pipe 

Capacity 

Shipping 

Weight/lbs. 

653V 2 

11301 

3V 2 h 

2 5 /b" 

4" 

7a" - 2" 

1772 

654 

11401 

4V 2 " 

3 7 /ib" 

5" 

7b" - 27 2 " 

30 

655 

11501 

572" 

3 7 /l6" 

6" 

7b" - 27 2 " 

40 

646 

11600 

6" 

474" 

6" 

7b" - 3" 

66 

648 

11800 

8" 

4V 2 " 

772" 

7b" - 3" 

80 


Use with Wilton Magnefix and Copper Jaw Caps pages 23 - 26. 




MADE IN 
THE U.S.A. 


* * * * * * * * * 



Built-in Pipe Jaws Large Anvil Area 



Locking Swivel Base 


Replaceable Serrated 
Steel Jaw Inserts 
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See Safety Information on page 73 











































WILTON’S NEW HIGH VISIBILITY SAFETY VISE 

Reduce hand injuries and promote safe work habits with 
Wilton's line of High Visibility Safety Vises. 



Wilton’s OSHA Safety Color Vises Encourage Safe Clamping 


Designed to improve performance and last a lifetime, all Wilton 
safety vises are coated in high visibility yellow which conforms 
to the OSHA safety color standard for physical hazards regula¬ 
tion #1910.144. Our exclusive powder coatfinish resists scratches 
while providing a tough, durable finish. The handles and 
lockdowns are black oxide coated for added corrosion resis¬ 
tance. 

Wilton Safety Vises are manufactuered with heavy duty cast¬ 
ings, 30,000 P.S.I. for long life and added strength. Replaceable 
hardened steel serrated jaw inserts and replaceable pipe jaws 
provide a sure grip to handle a variety of workholding applica¬ 


tions. The 360° swivel base with double lockdowns won’t slip, 
even under maximum pressure. Wilton’s exclusive straight line 
design positions the spindle and nut horizontally which elimi¬ 
nates thread wear and increases clamping power. All our safety 
vises feature a square steel tube which completely encloses the 
threaded spindle and nut. 

All Wilton safety vises are proudly manufactured in the U.S.A. 
and guaranteed for 2 years. Choose Wilton’s high visibility safety 
vises and bring safety and accuracy to all your workholding 
applications today! 

MADE IN 
THE U.S.A. 


no **★*★*♦ 

SPECIFICATIONS 


Use with Wilton Magnefix and Copper Jaw Caps pages 23 - 26. 


Catalog 

UPC 

Jaw 

Maximum 

Pipe 

Shipping 

Number 

Number 

Width 

Opening 

Capacity 

Weight/lbs. 

1550 

21400 

5" 

5V4” 

1/4" - 2V2" 

50 

1560 

21500 

6" 

5 3 /4" 

VV - 3V2" 

64 


See Safety Information on page 73 
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PROFESSIONAL & 7" X 7" WOOD WORKERS VISES 



BREAKTHROUGH IN RAPID 
ACTING NUT DESIGN 


SPECIFICATIONS 


QUICK REPLACEMENT 
MOUNTING WOODEN JAW 
Wood Jaw faces can be replaced 
fast without removing bench 
mounting screws. TWo tapped 
holes are provided for bolting 
wood faces to vises. 


EASY MOUNTING 
Mounting takes only 3 minutes. 
Open-end slots alias over 
pre-lnserted lag bolts In 
work bench. 


Catalog 

Number 

UPC 

Number 

Jaw 

Size 

Type of 

Nut 

Type of 
Handle 

Maximum 

Opening 

Shipping 

Weight/lbs. 

7” Vises 

51A 

13650 

4" x 7" 

Continuous Screw 

Aluminum 

9" 

29 

53A 

13750 

4" x 7" 

Rapid Acting 

Aluminum 

9" 

29 

10” Vises 

62A 

13275 

4” x 10" 

Continuous Screw 

Aluminum 

12" 

38 

64A 

13350 

4" x 10" 

Rapid Acting 

Aluminum 

12" 

37 


MADE IN 
THE U.S.A. 


■ Can be mounted for right 
or left handed use. 




New all steel dog 
is adjustable 
1-inch and 
locking. 


QUICK REPLACEMENT 
MOUNTING WOODEN JAW 
Wood jaw faces can be 
replaced fast without 
removing bench mounting 
screws. Two tapped holes 
are provided for bolting 
wood faces to vise. 


EXTRA STRENGTH 
Re-designed semi-steel casting 
- more “beer and strength 

at c:trpcc nnlnts 


Handle assembly is wearproof and guaranteed uncondition¬ 


ally for 3 years. 


SPECIFICATIONS 


Catalog 

UPC 

Size Jaw 

Type of 

Type of Shipping 

Number Number 

Opening 

Nut 

Handle Weight lbs. 

76A 

13000 

7" x 7" 9" 

Continuous 

Aluminum 30 

77A 

13025 

7" x 7" 9" 

Rapid Acting 

Aluminum 30 


■k it ir~ir k -k it it k 


MADE IN 
THE U.S.A. 


★ ★★★★★★★★ 


VO 

’h 



COMPARE THE 

CONVENTIONAL 7" VISE TO... 

Jaw face is centered over guide bars 
. and spindle. Vertical clamping surface 
^ limited to 1-inch by the guide bar. Jaw 
face is 4 inches deep — 4 sq. in.l 



WILTON S 7" BY 7" VISE 
Jaw face is L-shaped, 7 inches wide 
and 7 inches deep. Offset guide bars 
free 3 inches of jaw face for vertical 
clamping surface — 21 sq. in.I 
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See Safety Information on page 73 
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VERTI-LOCK® 
MACHINE VISE 


Verti-Lock Vises have more 
important features 

Needle Thrust Bearing on All Models 
The screw engages the moveable jaw through a needle type 
thrust bearing. This Wilton Feature on all models gives you 75% 
more clamping power and reduces friction so that the extra 
power is applied using less torque. 



Swivel Base Calibrated in 1° Increments. 

Only Wilton offers swivel bases for its machine vises that are 
calibrated in one degree increments for accurate positioning. 
These high quality bases give 360° rotation via two 180° scales. 
They attach to the vise with two bolts in seconds. 

Cast form rigid, high tensile ductile alloy, flame hardened. 
Wilton Verti-Lock vise components are made to last under heavy 
work conditions. The vise body with flame-hardened bed pro¬ 
vides solid work support. The fixed jaw is rated at 85,000 PSI and 
the annealed, surface ground sliding jaw at 70,000 PSI. 



Squareness & Parallelism 

Every unit is tested and tolerances per 4" of 

length are as shown. 


The totally enclosed vise screw is cut from special alloy steel, 
hardened and ground. Pivoting handle gives you quick control of 
the work and both the vise and optional swivel base have coolant 
troughs to channel fluid our of your way. 


Moveable Jaw Plates 
Our system of moveable jaw 
plates allow you to clamp in 
four different positions. Tem¬ 
pered, surface-ground and 
hardened, the jaw plates con¬ 
trol the work. 


No Jawlift or Workpiece Tilt 
Wilton Verti-Lock vises have a 
special spherical device in their 
drive system that delivers one- 
half pound of downward force 
for every pound of horizontal 
pressure. The result is solid, 
no-tilt control even under 
heavy pressure. Standard on 
all models. 




SWIVEL BASE 

Part no. 4S for 4 "Vise 
Part no. 5S for 5" Vise 
Part no. 6S for 6" Vise 
Part no. 8S for 8 "Vise 

360" rotation via 
two 80" scales 


WORKSTOPS 

Part no. 121124 for 4" Vise 
Part no. 121125 for 5" Vise 
Part no. 121126 for 6" Vise 
Part no. 121128 for 8"Vise 

for quick, accurate 
positioning 


1. Parallelism of Sliding 
surface to bottom of 
vise body - 0.0004" 

2. Perpendicularity of 
jaw facings on slid¬ 
ing surface of vise 
body-0.0011" 

3. Squareness of jaw 
facings to guide 
blocks set as the bot¬ 
tom of the vise in lon¬ 
gitudinal position - 
0.0004 


4. Parallelism of jaw fac¬ 
ings to guide blocks 
set on the bottom of 
vise in transversal 
position - 0.0004" 

5. Parallelism of sliding 
surface to the bottom 
of swivel base - 
0.0008" 

6. Squareness of jaw 
facings to guide 
blocks set on the bot¬ 
tom of swivel base - 
0.004" 


7. Parallelism of vise 
bottom to top of rect¬ 
angular test block 
clamped tight be¬ 
tween jaws - 0.0008 

8. Parallelism of bottom 
of swivel base to top 
of rectangular test 
block placed on the 
vise bed -0.0011" 


Application Note: On request, Verti-lock Vises can be sup¬ 
plied in matched sets guaranteed to be parallel within 
0.0005" at no extra charge. 
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See Safety Information on page 73 

























































































MILLING MACHINE VISES 


Six models available to fit your 
application 

A range of jaw widths from 4" up to 8" is offered. Each model has 
all the advanced design features shown here. 


6" Model-1260N 


UPC 

75 lbs. Swivel Base 6S - 30 lbs. 12290 


Needle thrust bearing 

Flat bed parallel to 0.0001 per inch 

Ductile steel alloy body parts 


Clamping in 4 Positions 
4 - 




A B 

DIMENSIONS 

C D E F 

G H 

MAX. CAPACITIES 
12 3 4 

6 16% 

8% 4 3 /e Vb 5Va 

12Va 1 5 /b 

51/2 8 12 14V2 


DIMENSIONS 

EXTENSION ABOVE JAW 

Jaw 

Plates 

% x 1% 6Va 

v 4 and % 

'Extension change by turning plate end for ond 

Jaw Hole 
Positions 

i-r . . A 3.878 
^+*=5 B .945 

Vise Tapped 

Vz - 13 


UPC No. 12400 



ITT- 




Sfcr 


ftT 


upc 


_ 

I* B--| 


UPC 


4" Model-1240N - 32 lbs. Swivel Base 4S - 13 lbs. 12284 8" Model-1280N -145 lbs. Swivel Base 8S - 80 lbs. 12295 


DIMENSIONS 

ABCDEFGH 

MAX. CAPACITIES 
12 3 4 

4 12’/i6 5% 3% IVe 4% 10'/e 1% 

4 5% 8 9 /. fi 10 Vz 


DIMENSIONS 

EXTENSION ABOVE JAW 

Jaw 

Plates 

9 /.8 X 1% X 4'/»6 

Ve and V« 

'Extension change by turning plate end (or end 

Jaw Hole 
Positions 

- 1 -k .. A 2.480 
V ^*=4 C .709 

Vise Tapped 

Vb - 16 




UPC No. 12380 



I*- B -^ 


A B 

DIMENSIONS 

C D E F 

G H 

MAX. CAPACITIES 
12 3 4 

8 21 Vd 

11 5 5 /<e 2 7Vz 

15 5 /4 2V» 

7V2 10% 15V4 18 3 /4 


DIMENSIONS 

EXTENSION ABOVE JAW 

Jaw 

Plates 

IVb x 2V4 x 8Ve 

V 4 and '/i« 

‘Extension change by turning plate end for end 

Jaw Hole 
Positions 

T A 4.764 
^ • B 1.220 

Vise Tapped 
% - 11 




UPC No. 12375 




: V~t T 



Util' 


UPC 

5" Model-1250N - 50 lbs. Swivel Base 5S - 20 lbs. 12285 


DIMENSIONS 

ABCDEFGH 

MAX. CAPACITIES 
12 3 4 

5 14 7 37* 1 5 /« 4Vt 10 3 /4 IVb 

4V» 6 V 2 9 3 /4 12 


DIMENSIONS 

EXTENSION ABOVE JAW 

Jaw 

Plates 

V 4 x IV 2 x 5Va 

and 5 /ts 

‘Extension change by turning plate end for end 

Jaw Hole 
Positions 

-t a r . A 3.110 

B .827 

Vise Tapped 
'/.« - 14 


UPC No. 12390 



A = Jaw Width 
B = Base Length 
C = Base Width 

D = Height Overall (Not including swivel base) 
E = Height of Jaws (Not including swivel base) 
F = Maximum Opening 
G = Width of Swivel Base 
H = Height of Swivel Base 



Complete with swivel base, the 50S and 60S are ideal for 
milling, tapping and drilling operations. 

The swivel base is finely graduated for accurate set up of 
workpieces requiring accurate clamping. A high quality steel 
main screw utilizes a fine Acme thread for strength. All work 


surfaces are precision ground to mount accurately. The jaw 
faces are made from a high-carbon steel. 

Two bolt lugs make mounting easy, and vise can also be 
mounted on its stationary base. 


SPECIFICATIONS 


Catalog 

Number 

UPC 

Number 

Description 

Jaw 

Width 

Max. 

Opening 

Jaw 

Depth 

Overall 

Height 

Shipping 
Wgt. lbs. 

50S 

12365 

Milling Vise 
w/swivel base 

5" 

3V 4 " 

w 

5Va" 

37 

60S 

12370 

Milling Vise 
w/swivel base 

6" 

4 3 /a" 

17s" 

5 9 /l6 U 

58 


See Safety Information on page 73 
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DRILL PRESS VISES 
MILLING MACHINE VISES 


Versatile Drill Press Vises 

Rugged design and large workload capacity make the series 
1000 and 1100 vises perfect for the most difficult drilling, tapping 
or reaming operations. Precision 90° machining of the vise’s 
sidebodies allows them to be utilized additionally as bases. 
Machined to a flatness of 0.0005 per linear inch, the bases 
contribute to the vise delivering higher performance than any 
model in its class. The sturdy main castings are 30% heavier than 
conventional models. 

The free sliding jaw of the series 1100 models is a very desirable 
feature for fast loading and unloading of production material. A 
Rapid Action Nut engages for powerful tightening and a sure grip. 
Four mounting lugs to provide secure means to attach to drilling 
surface. 



Made in the U.S.A. 


SPECIFICATIONS 


SPECIFICATIONS 


Conventional 


Catalog 

Number 

UPC 

Number 

Jaw 

Width 

Maximum 

Opening 

Jaw Shipping 
Depth Weight Lbs. 


Catalog 

Number 

UPC 

Number 

Jaw 

Width 

Maximum 

Opening 

Jaw Shipping 
Depth Weight Lbs 

1035 

12450 

3Va" 

474" 

1 3 / 4 m 

9 

Rapid 

1135 

12650 

372” 

474" 

1 3 /4" 

9 

1045 

12500 

472" 

4 3 /4" 

1 7 /a" 

* 16 

Action 

1145 

12700 

47 2 H 

4 3 / 4 " 

1 7 / 8 " 

16 

1060 

12550 

6" 

6 3 /4" 

27b" 

28 


1160 

12750 

6" 

6 3 /4" 

27b" 

28 


Precision grinding of Model 25’s sides and front side face permits 
additional mounting positions for drilling, tapping or reaming. 
Thus, without changing the position of a clamped workpiece, the 
vise can be turned to either side or placed on its front side face. 
The body and side are also ground perfectly parallel and square 
to further ensure complete jaw alignment. Combining a smooth 
moveable jaw plate with a cross-patterned 90° V groove station¬ 
ary jaw, the vise is recommended for general use. 

Model 30 utilizes fine pitched Acme-threaded screws with hex¬ 
agonal heads for tight clamping. 

Use with Magnefix and Copper Jaw Caps pages 23 - 26. 



Angle Models 

Mounted on an angle base, which allows the vise to be adjusted 
quickly to any angle from 0° to 90° vertical, models 25A and 30A 
are sturdily constructed to give workpieces an accurate mount. 
Precision locking bolts, linked by side plates of high quality steel, 
lock the vise body securely. It is calibrated for vertical angle 
readings. 

The hinge pin hole of the vise body is precision drilled and reamed 
to avoid lateral play. Two bolt lugs are provided on the angle base. 



SPECIFICATIONS 


Catalog UPC Jaw Maximum Jaw Overall Shipping 
Number Number Width Opening Depth Height Wgt. Lbs. 


Standard 

25 

12800 

27 2 " 

2 9 /l6" 

172" 

2 5 /s" 

9 

Models 

30 

12860 

3" 

37b" 

1 3 /4" 

3 

16 

Angle 

25A 

12850 

27 2 " 

27 2 " 

172" 

3 7 /l6” 

12 

Models 

30A 

12870 

3" 

37b" 

1 3 / 4 " 

4'/«" 

17 
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CAM ACTION/QUICK ACTION DRILL PRESS VISES 


Cam Action Drill Press Vises 

/'jjfc Faster clamping is your advantage with Wilton’s Cam Action 
\J Drill Press Vises. A simple push or pull on the center bar knob 
sets the jaw in position. An easy press on the locking lever cams 
the jaw ahead 3 /32", exerting a holding pressure that is adjust¬ 
able from 400 to 1100 lbs. Recessed parallel steel jaw inserts 
level work, and can be removed to accommodate your jig and 
fixture components. The base is designed for clear through 
drilling applications. For added durability, bars and locking 
mechanisms are hardened and ground. 

The Unique Locking Mechanism 

A press on the locking lever activates the locking ring. Thus 
gripping the entire circumference of the center bar, which moves 
the jaw forward against the workpiece. Raising the locking lever 
to the vertical position allows the spring to return the locking ring 
to the neutral position. This action permits the jaw to slide back, 
releasing the workpiece. The pressure is controlled by an 
adjusting screw, locked by a cover plate. 




STANDARD CAM ACTION DRILL PRESS VISE 



ONE SIDE GROUND DRILL PRESS VISE 


GROUND SIDES DRILL PRESS VISE 


Wilton's One Side Ground Drill Press Vise takes the set-up time 
and trouble out of every application. Extensions on one side of 
the body casting are ground square with the jaw inserts which 
permits machining from the top or side without having to reposi¬ 
tion the workpiece. 


Save time and increase production with our unique Ground 
Sides Drill Press Vises. The jaw sides are precision-ground at 
right angles to the recessed jaws which allows you to work from 
the top and sides without having to reset the workpiece. 


SPECIFICATIONS 


Catalog 

Number 

UPC 

Number 

7-Digit 

Part Number 

Description 

Maximum 

Opening 

Shipping 
Wgt. Lbs. 

1203 

13400 

3120001 

3" Cam Action Drill Press Vise 

3" 

10 

1204 

13401 

3120011 

4" Cam Action Drill Press Vise 

4 V 2 " 

18 

1206 

13402 

3120021 

6" Cam Action Drill Press Vise 

6" 

34 

1208 

13403 

3120031 

8" Cam Action Drill Press Vise 

8" 

51 

1213 

13404 

3120041 

3" Cam Action Ground Sides Drill Press Vise 

3" 

10 

1214 

13405 

3120051 

4" Cam Action Ground Sides Drill Press Vise 

4V4" 

18 

1224 

13406 

3120061 

4" Cam Action One Side Ground Drill Press Vise 

4V4" 

20 



See Safety Information on page 73 
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MILLING TABLES 
AND ACCESSORIES 


Wilton Milling tables are made with the very highest quality 
mehanite castings. Tables and guides are precision-ground. 
Upper and lower guides are reinforced for extra strength. 
Adjustable keys are standard for both feeds as well as locks 
for extra rigidity. Both precision ground feed spindles have 
axle ball bearings for smooth operation. The tables are 
accurate on horizontal plane .001" with lead screw accuracy 
of .0005" per inch. Each table has Vi " T-slots with exterior oil 
groove as standard. The tables may be purchased as stan¬ 
dard equipment on 20” Variable Speed-Gear drills and all 
Wilton Gear Head drills. All models may also be used on 
customer’s existing machine tools whenever coordinate type 
tables are required for drilling, milling, or grinding. To mount 
milling tables to Wilton drills, or to customer’s existing ma¬ 
chines, see adapters listed below. 



Adapter Plates 

Mount Milling Tables to Wilton Drills or customer’s existing 
machines. For customer’s existing machines, attach the table 


SPECIFICATIONS 


MANUAL FEED 

510456 

510790 

Working surface 

22 9 /ie" X 97ie" 

17 a %2 W X 9 9 /l6" 

Longitudinal feed 

14 49 /«4” 

10®/64" 

Cross feed 

6 Vb” 

6V 8 " 

Length of bedplate 

10' 3 /64” 

10 13 /64" 

Width of bedplate 

9*732" 

9 27 / 32 " 

Total height 

4 V 2 " 

4V 2 " 

T-Slots 

V 2 " 

V 2 " 

Net weight 

123 lbs. 

104 lbs. 


ORDERING INFORMATION 


Catalog 

Number 

UPC 

Number 

Description 

510790 

35642 

Manual Feed Milling Table, cast iron 
precision ground with three T-Slots, 
one longitudinal feed handle, with oil 
groove. 1 x 9 7 /i6" work area. 

510456 

34954 

Same as 510790 except with 

22 9 /i6" x 9 7 /i6 u work surface. 


to the machine table with standard bridge clamps at each 
corner. 



Box Plate Adapter 
Model No. 504611 

For Wilton’s 20" VSG and milling tables 
510790 and 510456. Can be used on 
all gear head drill press tables. These 
adapter plates bolt directly onto Wilton’s 
standard T-slot production table. 



Adapter Plate with Stud 
Model No. 510798 

For Geared Head Drills 20606,24613, 
24713,24588,24513 and milling tables 
510790 and 510456. Plate is auto¬ 
matically supplied when milling table is 
ordered with Geared Head Drills. Fits 
directly into the machine’s knee in place 
of standard table. 


22 

































MAGNEFIX VISE JAW CAPS 

Improve Clamping Versatility & Safety 


Magnetic Protective Jaw Caps 

Wilton's all-new Magnefix Jaw Caps are designed to protect 
both the vise jaws and the workpiece from marring and 
distortion during any clamping application. Caps are con¬ 
structed from a hardened aluminum alloy with two built-in 
circular permanent magnets on the backside which holds the 
product securely to the vise. The caps are magnetic towards 
the vise side to prevent steel filings from attaching them¬ 


selves to the jaws and keep the clamped part from becoming 
magnetized. 

Magnefix Jaw Caps are right-angled and surface parallel to 
fit any vise type, including machine and bench vises. Use in 
production and assembly operations. Available in five differ¬ 
ent models: standard aluminum, prism, rubber, fiber and felt; 
to satisfy every clamping need. 


Model A - Standard Aluminum Magnefix 
Jaw Caps I 


■ Aluminum alloy 

■ Design includes 6 grooves to com¬ 
pensate for the unevenness of the 
workpiece 

■ Deeper Vee-Groove ensures more se¬ 
cure clamping of circular workpieces 

■ Use together with Rubber Magnefix 
Jaw Caps when clamping taper pins 
and spherical parts 



Model F - Fiber Face Magnefix Jaw Caps 


■ Aluminum alloy with laminated fiber 
cover to prevent the absorption of 
outside materials 

■ Heat parts rapidly by concentrating 
heat into part 

■ Use on workpieces to avoid distor¬ 
tion and clamping marks 




Model F - Prism Magnefix 
Jaw Caps 

■ Jaw construction includes a 120° 
horizontal Vee-Groove, 3 vertical 
Vee-Grooves and a 90° groove for 
marking out and center punching 

■ Ideal for light tapping and thread 
cutting applications 

■ Capable of clamping a block of ma¬ 
terial in a vise to be utilized as a 
surface plate for light duty work 



M 
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Model R - Rubber Face 
Magnefix Jaw Caps 


■ Aluminum alloy with synthetic rub¬ 
ber cover 

■ Jaw Cap conforms to workpiece 
and grips firmly without slipping 

■ Use in combination with Aluminum 
and Prism Jaw Caps to clamp taper 
pins or tapered workpieces 

■ Mar-free 



Model T - Felt Face Magnefix 
Jaw Caps 

■ Aluminum alloy with felt cover 

■ Use when clamping soft materials 
such as plastic, copper and brass 

■ Also ideal for clamping delicate 
workpieces or non-metallics and 
composites 

■ Holds firmly without cracking, break¬ 
ing or marring the workpiece 

■ Ideal for plated parts & precision 
tooling 



SPECIFICATIONS 


Catalog UPC 

Number Number 

Jaw 

Width 

Model A - 

Standard Aluminum Magnefix Jaw Caps 


A-3 

14826 

3" 

A-3.5 

14827 

3V2" 

A-4 

14828 

4" 

A-4.5 

14829 

4 1 /2 n 

A-5 

14830 

5" 

A-6 

14831 

6" 

Model F - 

Fiber Face Magnefix Jaw Caps 


F-3 

14832 

3" 

F-3.5 

14833 

3V 2 " 

F-4 

14834 

4" 

F-4.5 

14835 

4 V 2 " 

F-5 

14836 

5" 

F-6 

14837 

6" 

Model R - 

Rubber Face Magnefix Jaw Caps 


R-3 

14838 

3" 

R-3.5 

14839 

3V2" 

R-4 

14840 

4" 

R-4.5 

14841 

4V2 h 

R-5 

14842 

5" 

R-6 

14843 

6" 

Model P - 

Prism Magnefix Jaw Caps 


P-3 

14844 

3" 

P-3.5 

14845 

3V2" 

P-4 

14846 

4" 

P-4.5 

14847 

4 V 2 ” 

P-5 

14848 

5" 

P-6 

14849 

6" 

Model T - 

Felt Face Magnefix Jaw Caps 


T-3 

14850 

3" 

T-3.5 

14851 

3V 2 " 

T-4 

14852 

4" 

T-4.5 

14853 

4 V 2 " 

T-5 

14854 

5" 

T-6 

14855 

6" 


Wilton’s Magnefix Vise Jaw Cap Kits 

Wilton’s Magnefix vise jaw caps are available in kit form. Five 
innovative designs protect your vise jaws and reduce the 
possibility of marring or deforming workpieces. Right-Angled 
and surface parallel, the caps fit any vise type, including 
machine and bench vises. Included in the free snap shut vinyl 
pouch are one set of each type. 


SPECIFICATIONS 


Catalog 

Number 

UPC 

Number 

Description 

K-3 

14856 

Vinyl pouch with one 3" pair of each: Standard 
Aluminum, Fiber Face, Rubber Face, Felt Face 
and Prism 

K-3.5 

14857 

Vinyl pouch with one 3.5" pair of each: 

Standard Aluminum, Fiber Face, Rubber Face, 
Felt Face and Prism 

K-4 

14858 

Vinyl pouch with one 4" pair of each: Standard 
Aluminum, Fiber Face, Rubber Face, Felt Face 
and Prism 

K-4.5 

14859 

Vinyl pouch with one 4.5" pair of each: 

Standard Aluminum, Fiber Face, Rubber Face, 
Felt Face and Prism 

K-5 

14860 

Vinyl pouch with one 5" pair of each: Standard 
Aluminum, Fiber Face, Rubber Face, Felt Face 
and Prism 

K-6 

14861 

Vinyl pouch with one 6" pair of each: Standard 
Aluminum, Fiber Face, Rubber Face, Felt Face 
and Prism 
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COPPER JAW CAPS 




Copper Jaw Caps are designed to fit any 
size vise 

Designed to avoid marring the surface of softer metals and to 


protect jaw faces. Wilton Jaw Caps have polished faces and 
pliable copper extensions for a sure-grip fit on any make vise. 


SPECIFICATIONS 


Catalog 

Number 

UPC 

Number 

Jaw 

Width 

404-2V2 

24402 

2 V 2 " 

404-3 

24403 

3" 

404-3V2 

24404 

3 V 2 " 

404-4 

24405 

4" 

404-4V2 

24406 

4 V 2 " 

404-5 

24407 

5" 

404-6 

24408 

6” 

404-8 

24409 

8" 
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ERGONOMIC POW-R-ARM® WORK 
POSITIONERS 




















ERGONOMIC POW-R-ARM® 
WORK POSITIONERS 



Wilton’s Pow-R-Arms®, the full swivelling, 360° 
dead-lock work positioners, puts the workpiece 
where you want it and holds it tight for hands-free 
production. Available in a wide range of models for 
every job size, Pow-R-Arms are perfect for any 
application -- at a permanent workstation, assem¬ 
bly line or workbench. 

Work with both hands faster, more accurately and 
easier all day with Wilton’s Pow-R-Arms. Reposi¬ 


tion the workpiece quickly and accurately with the 
flexibility of Pow-R-Arms’ wrist action, thus elimi¬ 
nating time-consuming clamping and unclamping. 
By bringing the work to the worker, Wilton’s Pow-R- 
Arms help increase productivity, while reducing 
excess fatigue, back injury and other related health 
problems. Now, work fatigue-free and enjoy greater 
efficiency, improved safety standards and higher 
output with Wilton’s Pow-R-Arm Work Positioners. 


MADE IN 
THE U.S.A. 


★ ★★★★★★★-a- 



Catalog No. Midget 345 
UPC Number 16060 

Design increases capacity and provides more positive lock 
with a workholding capacity of 6 lbs. Fast on-off action with 
horizontal handle. All parts are steel. Mounting stud at top is 
5 /i6-24 x ,s /32" long. Base diameter is 2 'k" with (3) 3 /i6 M diameter 
mounting holes equally spaced on 1 7 /a" bolt circle. Fully 
extended height is 2 V 2 ". Weight: 1 lb. 

Application: 

Recommended for intricate electronic work including small 
printed circuits. 



Catalog No. Veep 344 
UPC Number 16120 

Design provides more workholding capacity (up to 20 lbs.) 
and faster on-off action. Horizontal handle easily accessible 
and dwell below level or work. Steel body cadmium plated. 
Cast iron base. Mounting hole at top is V2" diameter x V2" 
deep with set screw to hold a fixture. Base diameter is 3 3 /4" 
with (4) W diameter equally spaced slotted mounting holes 
on a 3 3 /s" diameter bolt circle. Fully extended height is 4V2". 
Weight: 3 lbs. 

Application: 

For light production assembly or electronic applications. 
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Catalog No. Junior 343 
UPC Number 16180 

("fS Medium duty positioner for use with work up to 30 lbs. Fast 

\ w on-off action with horizontal-moving lock handle. Body is cast 
aluminum with steel parts. Mounting pad at top is 3" diameter 
with (2) V4-20 holes 180° apart on a 2 V 4 " diameter bolt circle. 
Base diameter is 4V4 M with (4) slotted equally spaced 9 /32" 
diameter mounting holes on 3 5 /8 M diameter bolt circle. Fully 
extended height is 5". Weight: 4 lbs. 

Application: 

Ideal for electronics, assembly and positioning materials for 
optimal efficiency and safety. 



1 % 


Catalog No. Mechanical 301 
UPC Number 16240 

Extra-strong, heavy-duty positioner with exceptionally fast 
on-off action. Body is machined cast iron. All steel parts. 
Mounting holes at top are (2) 5 /i6-18 holes 1" apart. Base 
diameter is 5 15 /ie" with (3) 3 /s" diameter, equally spaced holes 
on 5" diameter bolt circle. Fully extended height is IOV2". 
Weight: 13 lbs. 

Application: 

Designed for high production assembly line applications - 
and position work-pieces up to 70 lbs. 



Catalog No. Hydraulic 303 
UPC Number 16300 
Hydraulic Powrarm 

Same size and strength as Model 301 with hydraulic locking 
action to increase work capacity to 150 lbs. Hydraulic system is 
hand operated, self-contained and sealed with replaceable 
cups. Mounting holes at top are (2) 5 /ie-18 holes 1" apart. Base 
diameter is 5 7 /s" with (3) 3 /e" diameter equally spaced holes on 
^ 5" diameter bolt circle. Maximum overall height is 9 V 2 ". Weight: 

V.™ 14 lbs. 

Application: 

Rated for heavy-duty assembly, welding, maintenance and 
tool room work. 
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Catalog No. 356 - 
UPC Number 16642 
Steel Bench Clamp 

All steel bench clamp attaches quick and securely to bench 
tops up to 2" thick. Drilled and tapped for versatile mounting. 
Weight: 2 lbs. For use with Model Nos. 343, 344 and 345. 



PowRarm Vise Mechanical Combinations 
“Mechanical'’ Combinations 

For rapid mass production lines, the “Mechanical” positioner 
combination offers heavy-duty Machinists’ Vises with 2 V 2 " or 
3” jaw width Work load to 70 lbs. 


SPECIFICATIONS 


Combination 

Catalog 

UPC 


Jaw 

Maximum 

Depth of 

Shipping 

Number 

Number 

Description 

Width 

Opening 

Throat 

Wt. Lbs. 

3015 

16559 

Machinists’ Vise No. 250N 

2 V 2 " 

3" 

r/8" 

24 

3013 

16596 

Machinists’ Vise No. 300N 

3" 

4 3 /4" 

2 s /8 ” 

37 


MADE IN 
THE U.S.A. 
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CLAMPING SYSTEMS 











WILTON C-CLAMPS - 
THE INNOVATION 
CONTINUES.. 


High tech C-Clamps give 
you Performance 

Wilton is the Performance index leader. 
Compare the features in C-Clamps that 
count - high strength, lower weight, and 
greater throat depth - and you’ll find 
Wilton leads them all. And that leader¬ 
ship is based on state-of-the-art re¬ 
search, computer design, new frame 
geometry and an advanced heat treat¬ 
ing process. 

These design firsts along with a con¬ 
tinuing program of research in materi¬ 
als and quality assurance mean you 
can depend on getting C-clamps that 
hold securely and safely up to their 
rated maximum capacities. 


High Performance Clamps 
are just another first from 
Wilton , the pioneer in C- 
Clamp design. Everything 
new in C-clamps has come 
from Wilton. 
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Frame Geometry 

Wilton engineers develop the maximum form and function potential of each 
clamp style through the technology of computer aided design and manufac¬ 
turing. As a result, today’s C-Clamp frame geometry allows higher proof test 
strength, with greater throat depth and lower overall weight. These features 
translate into a tool that is easier to handle, reducing fatigue. 

Optimum proof test of the frames is achieved through a precisely controlled 
heat treating process, and then followed up with a scanning evaluation, 
verifying metal structure. This makes Wilton C-Clamps the best in the 
business. The only improvement left is a guarantee. And Wilton C-Clamps 
are guaranteed against breakage. 



Perma-Pad® 

Wilton exclusive Perma-Pads, swivel and adapt to angular workpieces. A 
steel retaining ring holds the pad in place on the ball end of the screw, 
allowing it to swivel and exert even pressure on a clamped part. Perma-Pad 
swivels are also guaranteed never to come off during normal usage. 

This design out performs crimped pads on ordinary C-Clamps which may 
pop-off during use. Pads and spindles can be easily repaired in the field 
when damaged by grinding or welding. 



Through Hardened Spindle 

Through hardened steel spindles are precision cut, single lead, ACME 
threaded. The benefit of this attention to detail is the continuous smooth 
operation of your clamp. Spindles and pads are black oxide coated for long 
lasting rust prevention. 

Heavy Duty and Extra Heavy Duty models utilize spindles fabricated of 
square, cold drawn alloy steel, and threaded modified National Coarse. 


See Safety Information on page 73 
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400 SERIES 



Here is Wilton’s number one C-Clamp line. Series 400 
clamps include all the Wilton innovations: drop-forged steel 
frame, extra throat depth, Perma-Pad®, lacquer finish - plus 
innovative design frame geometry for maximum strength. 


Spindles and Perma-Pads® are black oxide coated to resist 
corrosion. 

Provided in individual boxes, Wilton 400 C-Clamps are high 
quality tools. 

MADE IN 
THE U.S.A. 


Perma-Pad adapter 
swivels 

Here’s the easy way to update all 
your C-clamps. Now you can install 
Perma-Pad swivels on any C-Clamp 
(regardless of manufacturer) having one of the spindle diam¬ 
eters shown. Only tool required for installation is an ordinary 
screwdriver. 


SPECIFICATIONS 


Minimum Shipping 

Catalog UPC Throat Spindle Proof Test Weight 

Number Number Capacity Depth Diameter Lbs. Lbs. 


402 

14214 

0" - 2V8" 

2V4" 

9 /l6" 

3500 

1 5 /s 

403 

14228 

0" - 3" 

2 V 2 " 

9 /l6" 

3500 

2 V 4 

404 

14242 

0 " - 4V 2 " 

3V 4 " 

3 /4" 

6200 

3 3 A 

406 

14256 

0 " - 6Vi6" 

4V8 m 

3 / 4 " 

6600 

5 V 2 

408 

14270 

p 

oo 

5" 

3 / 4 » 

6900 

6 7 /s 

410 

14284 

2 " - 10'/s" 

6 ” 

3/ 4 " 

8000 

10V4 

412 

14298 

2"- 12’/4" 

6 5 /ie M 

7 /a" 

9300 

14 3 /8 
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HIGH VISIBILITY SAFETY CLAMPS 


Drop Forged, Regular Duty, Extra Deep Throat 



Eliminate misplaced clamps and promote safe work habits 
with Wilton's full line of high visibility safety clamps. 
Designed to improve performance and last a lifetime, all 
Wilton safety clamps are coated in high visibility yellow which 
conforms to the OSHA safety color standard for physi¬ 
cal hazards regulation #1910.144. 

Our exclusive powder coat finish resists scratches and cor¬ 
rosion while providing a tough, durable finish. 

A V-grooved anvil prevents slippage and safely holds odd 
shapes and rounds. 

All our safety clamps are equipped with Wilton's exclusive 
Perma Pads® that swivel and adapt to angular workpieces. 
A steel retaining ring holds the pad in place on the ball end 


of the screw, allowing it to swivel and exert even pressure on 
a clamped part. This design out performs formed pads on 
ordinary C-Clamps and is the only C-Clamp that can be re¬ 
paired in the field. 

Through hardened steel spindles are precision cut, single 
lead, ACME threaded for continuous smooth operation and 
maximum clamping pressure and are black oxide coated for 
corrosion resistance. 

All Wilton clamps are proudly manufactured in the U.S.A. 
and guaranteed against breakage. Choose Wilton's high 
visibility safety clamps and bring safety, speed and accu¬ 
racy to your shop today! 


SPECIFICATIONS 


Catalog UPC 

Number Number Capacity 

Throat 

Depth 

Spindle 

Diameter 

Minimum 
Proof Test 
Lbs. 

Shipping 

Weight 

Lbs. 

402-SF 

14300 

0" - 2V8" 

2W 

9 /l6" 

3500 

1 5 /a 

403-SF 

14301 

0" - 3” 

2 V 2 " 

9 /l6" 

3500 

2V4 

404-SF 

14302 

0" - 4V2 M 

3 V 4 " 

3 / 4 " 

6200 

3 3 /4 

406-SF 

14303 

0" - 6Vie" 

478" 

3 / 4 " 

6900 

572 

408-SF 

14305 

0" - 874" 

5" 

3 / 4 » 

6600 

6 7 /a 

410-SF 

14306 

2" -10Vs" 

6" 

3/4" 

8000 

1074 

412-SF 

14307 

2" - 1 2 V 4 " 

6 5 /l6” 

7 /a" 

9300 

14 3 /a 


MADE IN 
THE U.S.A. 


A * * .± * * ±- 
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800 SERIES & 4400 SERIES 


Drop Forged, Regular Duty 


800 Series - Standard Throat 

The 800 series is recommended for regular duty work not 
requiring unusual throat depth. Since it’s drop forged from 
specially selected steels, 800 Series clamps are tough enough 
for production line use. 

These clamps are equipped with Wilton Perma-Pads®, guar¬ 
anteed not to come off in normal use, and with spindles of 
through-hardened steel. The spindle is threaded with a 
special, precision-cut, single-lead, Acme thread. Spindles 
and Perma-Pads® are black oxide coated for corrosion resis¬ 
tance. All 800 series are finished in grey enamel. Also 
available in Welder’s series, see page 39. 


SPECIFICATIONS 


Catalog UPC 

Number Number Capacity 

Throat 

Depth 

Spindle 

Diameter 

Minimum 
Proof Test 
Lbs. 

Shipping 

Weight 

Lbs. 

802 

14714 

0 ” - 2" 

1 ,3 /l6" 

9 /l6" 

2700 

1V4 

803 

14728 

0” - 3" 

1 ,5 /is" 

9 /l6" 

3000 

1 5 /s 

804 

14742 

0” - 4" 

2 5 /ig" 

5 /8" 

3700 

2 7 /s 

806 

14756 

0 " - 6" 

2 ,5 /l6" 

5 /8" 

4500 

3 7 /s 

808 

14770 

2 " - 8” 

3 7 /l6" 

3 / 4 " 

5200 

6 3 /4 

810 

14784 

IVa" - 10" 

3 3 /4" 

3 / 4 ” 

6000 

8 3 /4 

812 

14798 

1 Ve" - 12" 

378" 

3/4" 

8000 

12 




4400 Series - Square Throat 

The "square throat” design of the 4400 series means 
capacity. Wilton’s 4" 4400 model offers more throat depth 
than most conventional 6” clamps, and the 6" and 8” 
models yield 37% more throat depth than standard “deep- 
throat” c-clamps. In other words, they solve the problems 
that most other c-clamps can not handle. 

Wilton’s forged steel frames are guaranteed against break¬ 
age. Standard through-hardened steel spindles are black 
oxide coated, have the strength to resist bending and also 
include Wilton’s exclusive Perma-Pads®. All series 4400 
clamps are finished in gray enamel and are individually 
boxed. 


SPECIFICATIONS 


Catalog 

Number 

UPC 

Number Capacity 

Throat 

Depth 

Spindle 

Diameter 

Minimum 
Proof test 
Lbs. 

Shipping 

Weight 

Lbs. 

4404 

14350 

0" - 4" 

4" 

3 / 4 " 

4100 

4 5 /s 

4406 

14375 

0 " - 6" 

5" 

3 /4 H 

5400 

6 5 /8 

4408 

14400 

2 " - 8" 

6 " 

3/ 4 " 

5900 

10 V 2 



MADE IN 
THE U.S.A. 


★ ★★★★★★★★ 
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Rounds, squares, angles, a Wilton Slipnot® Clamp will hold 
them individually or together. A grooved anvil, combined with 
a deeply serrated Perma-Pad®on the spindle, offers substan¬ 
tially increased gripping power. Assembly or welding applica¬ 


tions, involving different shapes, benefit most from the versa¬ 
tility and added safety of the clamps resistance to slipping. 
Spindles and Perma-Pads®are copper plated for resistance 
to welding spatter and corrosion. 



* 


» % 


SPECIFICATIONS 


Catalog 

Number 

UPC 

Number 

Capacity 

Throat 

Depth 

Spindle 

Diameter 

Minimum 
Proof Test 
Lbs. 

Shipping 

Weight 

Lbs. 

402SEP 

15978 

0 H -2Vb* 

2 5 /l6 U 

9 /t6" 

3500 

1 5 /8 

403SEP 

15979 

0" - 3” 

2 V 2 " 

5 / 8 " 

3500 

2V4 

404SEP 

15980 

0" - 4V2" 

3 V 4 " 

3 /4 U 

6200 

3 3 /4 

406SEP 

15981 

0 M - 6Vi6" 

4V 0 M 

3/4" 

6900 

5Vz 

408SEP 

15982 

Vf 

CO 

o 

5" 

3/ 4 " 

6600 

6 7 /a 

410SEP 

15983 

2” - 1 O’/b" 

6" 

3/V 

8000 

1 0 V 4 

412SEP 

15984 

2" - 12V4” 

6 5 /ie M 

7 /8 n 

9300' 

14 3 /e 


MADE IN 
THE U.S.A. 


* *JL. 
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100 SERIES & 0 SERIES 



Drop Forged 



100 Series - Heavy Duty 

Recommended for heavy industrial and construction job site 
demands, the heavy duty models are some of the toughest 
products available for their weight to strength ratio. 

100 Series model frames are forged of superior quality 
steels. Spindles are turned from single pieces of square bar 
stock, and threaded modified National Course for superior 
clamping force and are black oxide coated. Perma-Pads® are 
standard and are also black oxide coated. Finished in gray 
lacquer and individually boxed. 

SPECIFICATIONS 


Catalog UPC 

Number Number Capacity 

Throat 

Depth 

Spindle 

Diameter 

Minimum Shipping 
Proof Weight 
Test Lbs. Lbs. 

102 

14114 

0" - 2" 

IVa" 

9 /i e” 

7500 

1 3 /4 

103 

14128 

0" - 3" 

2" 

W 

8750 

3 

104 

14142 

0" - 4" 

2 3 /8" 

3 /4 M 

10000 

4 3 /4 

106 

14156 

2" - 6" 

2V2" 

3 / 4 " 

11250 

6 5 /8 

108 

14170 

4" - 8" 

2 5 / 8 " 

W 

12500 

7V2 

110 

14184 

6"- 10" 

2 3 /4" 

3/4” 

13750 

9^4 

112 

14198 

8" - 12" 

2 7 /s" 

3/4” 

15000 

11 7 /s 



“0” Series - Extra Heavy Duty 

The extra heavy duty models are designed to stand up to the 
demands of heavy industrial applications like those encoun¬ 
tered in ship building. With minimum proof test lbs. ranging up 
to 40,000 lbs., machined, square spindle heads stand up to 
heavy wrench tightening use. 

Special quality steels are utilized in the forged construction of 
the frames, while spindles are machined from a single piece 
of square, cold drawn steel, hardened and tempered and are 
black oxide coated. Available with full-capacity (F.C.) spindles 
at extra charge. 

SPECIFICATIONS 


Minimum Shipping 


Catalog 

UPC 


Throat 

Spindle 

Proof 

Weight 

Number Number Capacity 

Depth 

Diameter Test Lbs. 

Lbs. 

0 F.C. 

14509 

0" - 3 /4 M 

3 /4 H 

W 

2800 

Va 

1 F.C. 

14518 

0" - 1 7 /16" 

1 Vs" 

7 /l6" 

5600 

1 

IV 2 F.C. 

14527 

0" - 1 7 /8 H 

1W 

6 /s" 

8750 

2 

2 F.C. 

14536 

0" - 2 3 / 8 " 

1 S /4" 

3/4" 

12500 

4V 4 

3 F.C. 

14545 

0" - 3 3 /a H 

2 3 /b" 

W 

16250 

7V4 

4 F.C. 

14554 

0" - 4 V 2 " 

2 3 / 4 " 

W 

20000 

10 3 /4 

5 F.C. 

14563 

0" - 5 V 2 " 

3Vb" 

7 /b" 

23800 

13 5 /s 

6 F.C. 

14572 

0 " - 6 V 2 " 

3 3 /b" 

1 Vb" 

27500 

I 8 V 2 

8 F.C. 

14581 

0 " - 8 V 2 " 

4Va" 

1 Vb" 

31250 

26Va 

10 F.C. 

14590 

0" - 10Va" 

4V 8 " 

1 Vs" 

35000 

33V 4 

12 F.C. 

14599 

0" - 12VV 

4 V 4 ” 

1 Vs" 

40000 

42 3 / 4 







Minimum Shipping 

Catalog 

UPC 


Throat 

Spindle 

Proof 

Weight 

Number Number Capacity 

Depth 

Diameter Test Lbs. 

Lbs. 

2 

14510 

3 AT - 2 3 /8" 

1 3 /4" 

a /4" 

12500 

4V4 

3 

14519 

74“ - 3 3 /s" 

2 3 /e" 

7 /e" 

16250 

VU 

4 

14528 

Vs" - 47s" 

2 3 /4" 

7 /s" 

20000 

10 3 /4 

5 

14537 

27s" - 57s” 

37s" 

V 

23800 

13V4 

6 

14546 

1 5 /s" - 672" 

3 3 /e" 

IVb" 

27500 

18 

8 

14555 

3 5 /s" - 87s" 

47e" 

IVb" 

31250 

25 3 / 4 

10 

14564 57s" - IOV 2 " 

47s" 

1 V8" 

35000 

32Va 

12 

1457 3 7 5 /s" - 12V«“ 

47s” 

IVb" 

40000 

4174 
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WELDERS CLAMPS 



Wilton specially designs C-Clamps for welders. These clamps 
have all the features of our innovative C-Clamp line, plus anti¬ 
spatter and copper plated spindles. 


SPECIFICATIONS 


Catalog UPC 
Number Number 

Throat 
Capacity Depth 

Spindle 

Diameter 

Minimum Shipping 
Proof Weight 
Test Lbs. Lbs. 

802-P 

14715 

O'-2" 1 , 3 /i 6 " 

9 /l 6 M 

2700 

VU 

803-P 

14729 

0" - 3" 1 15 /ie" 

9 /l6 H 

3000 

1 5 /e 

804-P 

14743 

0" - 4" 2 5 /i6" 

5 /8" 

3700 

2 7 /e 

806-P 

14757 

0 " - 6 " 2 5 /ie” 

5 /e" 

4500 

3 7 /e 

808-P 

14771 

2 " - 8 " 2 , 5 /i 6 ” 

3/ 4 » 

5200 

6 3 /4 

810-P 

14785 

1 V 2 "- 10 " 3 3 /4" 

3/ 4 " 

6000 

8 3 /4 

812-P 

14799 

1 Vs" - 12" 37s" 

3/ 4 " 

8000 

12 


Series 800-P 

Standard throat clamps with 
Perma-Pads®, copper plated 
spindles. Like all Wilton clamps, 
the spindles are through-hardened 
and smooth operating. Wilton 
tough, forged frames, Series 800 
Clamps are recommended for nor¬ 
mal duty work not requiring un¬ 
usual throat depth. Same features 
as our 800 Series clamps. 



SPECIFICATIONS 


Catalog UPC 
Number Number 

Capacity 

Throat 

Depth 

Minimum 
Spindle Proof 
Diameter Test Lbs. 

Shipping 

Weight 

Lbs. 

540-2V2P 

14800 

0 " - 2 V 2 ” 

1 5 /b" 

W 

1300 

1 3 /s 

540-3P 

14802 

0" - 3" 

1 13 /l6" 

V 2 " 

1800 

IV 2 

540-4P 

14804 

0 " - 4” 

27s" 

5 /e" 

2600 

2Ve 

540-6P 

14806 

0 " - 6 " 

2 3 /4" 

5 / 8 m 

2800 

374 

540-8P 

14808 

2". 8" 

3 U / 32 " 

3 / 4 " 

3000 

5 

540-1 OP 

14810 

2"-10" 

3 5 /a" 

3/4" 

3800 

6 7 /8 

540-12P 

14812 

4". 12" 

4" 

3/4" 

5000 

8 V 2 


Series 540-P 

Designed for strength and 
economy. Cast from high tensile 
strength ductile alloy, they have 
Perma-Pads®, copper plated 
spindles. This carriage clamp is for 
normal duty applications where ex¬ 
tra throat depth or wrench tighten¬ 
ing is not required. Same features 
as our 540 Series clamps. 



SPECIFICATIONS 


Catalog UPC 
Number Number 

Throat 
Capacity Depth 

Spindle 

Diameter 

Minimum Shipping 
Proof Weight 
Test Lbs. Lbs. 

402-P 

14215 

0 ". 278" 2 5 / 8 " 

9 /ie" 

3500 

1 5 /e 

403-P 

14229 

0" - 3" 27 2 " 

5 /s" 

3500 

274 

404-P 

14243 

0" - 4 7 /ie" 374" 

3 / 4 " 

6200 

3 3 /4 

406-P 

14257 

0 " - 67ie" 47 8 " 

3 / 4 " 

6900 

572 

408-P 

14271 

0" - 8 3 /i 6 " 5" 

3/ 4 " 

6600 

6 7 /s 

410-P 

14285 

2 " - 107 8 " 6 " 

3/ 4 " 

8000 

1074 

412-P 

14299 

2 " - 12 3 /i 6 M 6 5 /i 6 " 

7 /e" 

9300 

14 3 /s 


Series 400-P 

Regular duty, extra deep throat. 
Wilton Series 400-P with same 
frame sizes as Wilton Series 400 
clamps (page 30). Anti-spatter, cop¬ 
per-plated spindles and Perma- 
Pads® are standard. The Series 
400-P features strong, forged steel 
frames. All clamps individually 
boxed and guaranteed against 
breakage. 



SPECIFICATIONS 


Catalog UPC 
Number Number 

Capacity 

Throat 

Depth 

Minimum 
Spindle Proof 
Diameter Test Lbs. 

Shipping 

Weight 

Lbs. 

4404-SEP 15989 

0 " - 4 " 

4" 

3/4" 

4100 

47s 

4406-SEP 15990 

0 " - 6 " 

5" 

3/ 4 " 

5400 

6 5 /a 

4408-SEP 15991 

2 " - 8 " 

6 " 

3/4" 

5900 

10 V 2 




MADE IN 
THE U.S.A. 


. A ★ . ** ★ *»** 


Series 4400-SEP 

Our most versatile clamp. The 
square throat design gives you more 
capacity, and the SLIPNOTfeature 
allow secure holding of rounds, 
squares or flats. Copper plated 
spindles and Perma-Pads® are 
standard and won’t foul with spat¬ 
ter. Same features as our 4400-SE 
clamps. 



See Safety Information on page 73 
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LIGHT TO MEDIUM 
DUTY C-CLAMPS 



Wilton C-Clamps are designed for long 
lasting performance. 


These C-Clamps are especially suited for light to medium 
duty industrial service. Now, there’s a Wilton C-Clamp to 
satisfy all your workholding needs. Product available in 
regular, medium and deep throat models. 


Durable construction features include: 

■ Ductile iron frame, ribbed to resist strain and deliver 
maximum strength 

■ Steel screws with full standard threads and conventional, 
sliding T-handle 

■ Steel swivel pads are securely fastened to the screw and 
adjust freely to desired position 

■ Frames, spindles and pads are zinc plated for corrosion 
resistance 



Regular Throat 


Medium Throat 



SPECIFICATIONS 


Catalog 

Number 

UPC 

Number 

Capacity 

Throat 

Depth 

Spindle 

Diameter 

Qty. Per 
Pack 

Shipping 

Weight 

Lbs. 

Regular Throat 






532 

14813 

2" 

1" 

5 /l6 H 

12 

3Vs 

542 

14814 

2V 2 " 

1 3 /8" 

3 /s" 

12 

6 

543 

14815 

3" 

1 3 / 8 " 

7 /l6" 

12 

8 

Medium Throat 






531 

14816 

1" 

IVb" 

vv 

12 

2 V 4 

533 

14817 

1 Vs" 

1 Vs" 

5 /ie" 

12 

3 Vs 

544 

14818 

2Vs" 

2Vs" 

3 / 8 " 

12 

11 

Deep Throat 






536 

14819 

1" 

3Vs" 

V4" 

12 

3Vs 

537 

14820 

1 Vs" 

3 Vs" 

5 /te" 

12 

5V4 

545 

14821 

2Vs" 

4 3 /4" 

3 / 8 " 

6 

23 

546 

14822 

2V 2 " 

6V4" 

3 / 8 " 

6 

28 
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540 SERIES AND 
540SF SAFETY SERIES 

The only carriage clamp with Wilton 
innovation 



Wilton engineers know what constitutes value in clamping 
tools. So when they designed this economically priced 
clamp, they included the quality features made famous by 
the Wilton C-Clamp line. 

To permit a truly acceptable stress point, they selected a 
high tensile ductile alloy casting for the 540’s body. This is 
the same alloy which is used on the stress parts of our 
famous machinist vises. 

The 540 is ruggedly constructed with a hardened steel 
spindle which is black oxide coated. You’ll find that it is 
equipped with Wilton’s exclusive Perma-Pads®, guaran¬ 
teed never to come off. 

Our carriage clamp is recommended for any work load 
which does not require the additional depth or strength of 
Series 400 C-Clamps or 800 series C-Clamps. 


Wilton’s NEW High Visibility Carriage Clamps are made of 
high tensile ductile alloy casting. They are recommended 
for any work load which does not require the additional 
depth or strength of a standard c-clamp. Economically 
priced and designed with the quality features inherent in 
every Wilton clamp, our carriage clamps provide long 
lasting performance. 

As with our 400 Series Safety Clamps, the new 540 Series 
Safety Carriage Clamps are powder coated in high visibil¬ 
ity yellow which conforms to the OSHA safety color 
standard for physical hazards regulation #1910.144. 


Our exclusive powder coat finish resists scratches and 
corrosion while providing a tough, durable finish. Clamps 
are equipped with Wilton’s exclusive Perma-Pads® that 
swivel and adapt to angular workpieces. Pads are black 
oxide coated for corrosion resistance. Spindles are through 
hardened steel and are precision cut, single lead ACME 
threaded for continuous smooth operation and maximum 
clamping pressure and are black oxide coated for corro¬ 
sion resistance. 

SPECIFICATIONS 


540SF Series 



Catalog 

Number 

UPC 

Number 

Capacity 

Throat 

Depth 

Spindle 

Diameter 

Minimum 
Proof 
Test Lbs. 

Shipping 

Weight 

Lbs. 

Regular 

540-2V2 

Series 

14700 

0" - 2V2" 

1 5 /a" 

V2” 

1300 

1 3 /4 

540-3 

14702 

0" - 3" 

1 13 /l6" 

V 2 " 

1800 

1V2 

540-4 

14704 

0" - 4" 

2V 8 " 

W 

2600 

2Vs 

540-6 

14706 

0” - 6" 

2 3 /4" 

5 /8" 

2800 

374 

540-8 

14708 

0" - 8” 

3"h2" 

3/ 4 ” 

3000 

5 

540-10 

14710 

2" - 10" 

3 5 /8" 

W 

3800 

6 7 /s 

540-12 

14712 

4». 12" 

4" 

W 

5000 

8V2 

Safety Series 
540-4SF 14320 

0" - 4" 

27s" 

5 /8" 

2600 

27s 

540-6SF 

14321 

0” - 6” 

2 3 /4" 

5 / 8 " 

2800 

37# 

540-8SF 

14322 

0" - 8” 

3 U /32" 

3 / 4 " 

3000 

5 


MADE IN 
THE U.S.A. 


Jr ★ 


See Safety Information on page 73 
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All-steel clamp is spring steel hard¬ 
ened, tempered and zinc plated. 


Replaceable Perma-Pads* 


6" - 60" Openings 


Forged Arm 


6400 & 6500 Models use Wil¬ 
ton exclusive Perma-Pads that 
pivot up to 20°, distributing 
even clamping pressure 
safely. 


Specially designed and treated solid steel 
spindle is hardened with rolled threads. 
Wear and weld spatter resistant. 



Wilton All-Steel L-Clamps 

Wilton all-steel sliding L-Clamps allow you to save time and 
increase performance in the shop. The rapid acting arm 
slides into place for quick tightening, and is opened just as 
easily, making repositioning simple. Asingle L-Clamp handles 
a wide variety of work sizes and shapes, resulting in fewer 
clamps needed for each job. 

The spring-steel hardened and tempered design offers excel¬ 
lent strength, and is zinc plated for lasting corrosion resis¬ 
tance. Spindles are fabricated of hardened steel with a rolled 
thread for resistance to wear, and specially coated to protect 
against weld spatter. The screw is then capped with Wilton 
Perma-Pads®, which tilt up to 20° to safely accommodate 
angular workpieces. 
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Substantial clamping power, upto 4800 proof 
test lbs. on heavy duty models. 




























The L-Clamp Design Provides 
Two Key Benefits: 

■ Speed ■ The economy of a single tool for a 

wide range of workholding 
requirements 

Exactly the two key elements that make 
metal fabrication and welding shops suc¬ 
cessful. 



Forged arm and threaded spindles eliminate 
the possibility of bending or “walking” associ¬ 
ated with longer screws. 


SPECIFICATIONS 


Nominal Nominal Nominal Nominal 
Catalog UPC Nominal Throat Rail Clamping Spindle Weight 
Number Number Opening Depth Size Pressure/lbs. Diameter Lbs. 


Light Duty L-Clamps 

6306 63001 6" 

3" 

78" X 7ie" 

1000 

V 2 " 

2 

6308 

63002 

8" 

4" 

74" X 7a" 

1000 

7e" 

2 

6310 

63003 

10" 

4 3 A" 

7 /8" X 7 /l6" 

1500 

7s" 

2 3 A 

6312 

63004 

12" 

572" 

1" X 15 /32 H 

1600 

3 / 4 " 

4 

6316 

63005 

16" 

4 3 /4" 

1" X 1 732" 

1600 

3 / 4 " 

4V 2 

6320 

63006 

20" 

4 3 /4" 

1" X 1 732 H 

1600 

74" 

4 3 A 

6324 

63007 

24" 

4 3 /4" 

1" X 1 732" 

1600 

74" 

572 

6332 

63008 

32" 

4 3 /4" 

WxV 

1800 

74" 

6 3 A 

6340 

63009 

40" 

4 3 /4" 

1 1 Vi6"xV 2 " 

1800 

74" 

8 

6348 

63010 

48" 

4 3 / 4 " 

I 1 Vie" X v 2 " 

1800 

3 / 4 " 

972 

Regular 

6410 

Duty L-Clamps 
63012 10" 

4 3 /4" 

17ie" x 7ie" 

2600 

13 /ie" 

57 2 

6412 

63013 

12" 

474" 

1 716*' X 7ie" 

2600 

13 /16" 

674 

6420 

63014 

20" 

474" 

1 3 /ie" x 7te" 

2600 

13 /ie" 

774 

6432 

63015 

32" 

474" 

1 3 /ie" X 7ie" 

2600 

13 /l 6 " 

974 

6440 

63016 

40" 

474" 

17i6" X 7ie" 

2600 

13 /ie" 

1074 

6448 

63017 

48" 

474" 

1 3 /i6" X 7ie" 

2600 

13 /ie" 

1272 

6460 

63018 

60" 

474" 

1 3 /i6" X 7ie" 

2600 

13 /ie" 

1474 

Heavy Duty L-Clamps 
6512 63019 12" 

7" 

l7l6"X 3 /4" 

4800 

7 /a" 

12 

6516 

63020 

16" 

7" 

1 9 /ie" X 74" 

4800 

7 / 8 " 

1374 

6520 

63021 

20" 

7" 

17l6"X 3 /4" 

4800 

7 / 8 " 

1472 

6524 

63022 

24" 

7" 

17l6"X 3 /4" 

4800 

7 /a" 

1572 

6532 

63023 

32" 

7" 

17ie" X 74" 

4800 

7 / 8 " 

17 3 A 

6540 

63024 

40" 

7" 

17ie" x 74" 

4800 

7 / 8 " 

20 

6548 

63025 

48" 

7" 

17ie" X 74- 

4800 

7 / 8 " 

2272 

6560 

63026 

60" 

7" 

17ie" x 74" 

4800 

7 / 8 " 

2572 




The generous throat depth in a single clamp 
accommodates a variety of clamping needs. 
Available in opening capacities of 6" to 60" 


Special Duty L-Clamps 

Versatile, Special Duty L-Clamps are designed for economi¬ 
cal repetitive clamping. Wilton special duty clamps combine 
generous throat depth, substantial clamping pressure, spring 
steel hardened frames, forged arms, roll formed threaded 
spindles, and economy swivel pads into an exceptional valve 
clamping tool. 



SPECIFICATIONS 


Catalog 

Number 

UPC 

Number 

Nominal 

Clamping 

Pressure/lbs. 

Spindle 

Diameter 

Nominal 

Opening 

Throat 

Depth 

Nominal 

Rail 

Dimensions 

Light Duty L-Clamps 

606 63056 2000 

7a" 

6" 

474" 

7 /a" X 7 /i6 n 

608 

63057 

2000 

7a" 

6" 

4 3 / 4 " 

7 /a" X 7 /ie" 

610 

63058 

2500 

74" 

10" 

474" 

17ie"x7i6" 

612 

63059 

2500 

74" 

12" 

474" 

1 3 /18"X716" 
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H LEVER CLAMPS 

& CANTILEVER CLAMPS 


Super Quick Acting Lever Clamps 

The quick action of a lever in four different clamp styles. 
Quick lever action makes this series of clamps the ultimate in 
convenience for the metalworking trades. Clamp set-up time 
can be reduced by as much as 70-80% by simply sliding the 
movable arm into position and setting the locking handle. 
Applications where frequent repositioning is required, can be 
streamlined with any of four varieties: Standard Ratchet 
Action, Ratchet Action with Offset Handle, Machine Speed 
Clamp, and Standard Cam Action. 

All Wilton Lever Clamp arms and rails are manufactured of 
drop-forged steel, spring tempered, and hardened for maxi¬ 
mum durability. The tool is then galvanized to resist corro¬ 
sion, including the pressure plate. Ergonomically shaped 
handles make the clamps comfortable to work with. 

Ratchet Action 6600 Series 

The 6600 Series is a valuable tool in the fabrication and 
assembly process with a ratchet mechanism that allows you 
to select the proper amount of clamping force, which is 
proportional to handle travel. This design provides unmatched 
speed and ease. 





Ratchet Type Levers 



Ratchet mechanism prevents 
overloading and resists vibration 


Quick release trigger on 
ergonomically shaped handle 


Position of handle relates to 
pressure applied 


Hardened and spring tempered arm quickly 
slides into position 


Ratchet Action with Offset Handle 6700 Series 
the 6700 Series offers all the features of the 6600 models with 
the extra benefit of an offset handle for operator convenience 
in limited spaces. Locking handle actuates clamping force in 
confined spaces giving maximum versatility. 



SPECIFICATIONS 


Catalog 

Number 

UPC 

Number 

Nominal 

Opening 

Nominal 

Throat 

Depth 

Nominal 

Rail 

Size 

Nominal 

Clamping 

Pressure/lbs. 

Weight 

Lbs. 

Lever Clamp / Ratchet Action 

- Straight Handle - 6600 Series 


6608 

63031 

8" 

4" 

3 A" X 3 /e" 

1000 

2V4 

6610 

63032 

10 H 

4 3 / 4 " 

7 /a" X 7 /ie" 

1250 

3V 2 

6612 

63033 

12" 

5V 2 " 

1 " X ,5 /32" 

1750 

574 

6620 

63034 

20" 

4 3 /4" 

1"x' 5 /32" 

1750 

6 

Lever Clamp / Ratchet Action 

- Offset Handle - 6700 Series 


6706 

63035 

6" 

3" 

3 /4" X 5 /32” 

440 

1V4 

6708 

63036 

10" 

4" 

3 /4" X W 

1000 

274 

6712 

63037 

12" 

5 V 2 " 

1" X 1 1S /32" 

1800 

574 
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Cam Action Lever 6800 Series 

Simplicity and speed make this tool ideal for general purpose 
metalworking, offering significant time savings over adjusting 
clamp screws. Just slide the moveable arm to the workpiece 
and close handle to exert desired clamping pressure. Func¬ 
tions even quicker than ratchet action types. 



Machine Speed Clamp 6900 Series 
Particularly suited to milling or drilling tasks, the 6900 Series 
includes all the features of the ratchet action 6600 models, 
with the addition of a malleable iron base for adapting the tool 
to any machine equipped with a T-slotted table or threaded 
stops. Can be rotated 360°. 


SPECIFICATIONS 


Catalog 

Number 

UPC 

Number 

Nominal 

Opening 

Nominal 

Throat 

Depth 

Nominal 

Rail 

Size 

Nominal 

Clamping 

Pressure/lbs. 

Weight 

Lbs. 

Lever Clamp / Cam Action - 6800 Series 




6806 

63027 

6" 

3" 

5 /8" X 5 /32" 

500 

IV 2 

6808 

63028 

8" 

4" 

3 /4" X 3 / 8 " 

500 

4 V 2 

6812 

63029 

12" 

4 3 /4" 

’Vie" x V 2 " 

800 

472 

6820 

63030 

20" 

4 3 /4" 

’Vis" x V 2 " 

800 

5V 2 

Lever Clamp / Ratchet Action 

- Machine Speed Clamp - 

6900 Series 


6906 

63038 

6" 

3" 

5 /8" X S /l6" 

1000 

172 

6908 

63039 

8" 

4" 

1" X 15 /32" 

1900 

574 


Wilton’s New Cantilever Clamps 

Save time and increase performance in your shop with 
Wilton's Cantilever Clamps. Specially designed to exert pres¬ 
sure from outside the clamping area onto the workpiece, our 
Cantilever Clamps are perfect for all clamping applications. 
By positioning the screw on the outside of the clamp, this 
allows for faster, easier clamping especially in hard-to-reach 
areas. No twist clamping force speeds set up and work 
holding. 

Available in five sizes, all Wilton Cantilever Clamp arms and 
rails are manufactured of drop-forged steel, spring tempered 
and hardened for maximum durability. The tool is then zinc 
galvanized to resist corrosion and weld spatter. Each pad 
pivots up to 20° to safely accommodate angular workpieces. 
All Wilton Cantilever Clamps are guaranteed against break¬ 
age. 


SPECIFICATIONS 




Catalog 

Number 

UPC 

Number 

Opening 

Throat 

Depth 

Spindle 

Diameter 

Nominal 

Rail 

Size 

Shipping 

Weight 

Lbs. 

6916 

63050 

0" - 6" 

4" 

9 /l6" 

7 /l6" X 7 /8" 

3 

6918 

63051 

0" - 8" 

4" 

9 /l6" 

7 /ie" X 7 /a" 

374 

6922 

63052 

0"- 12" 

4" 

5 /e" 

72" X 1" 

6 

6924 

63053 

0" - 24" 

4" 

5 /a" 

72 " xl" 

77 2 

6940 

63054 

0" - 40" 

4" 

5 /8" 

72" X 1" 

972 
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PIVOT HANDLE L-CLAMPS 


Makes clamping in restricted 
areas quick and easy by 
providing added leverage and 
clamping pressure 

Wilton’s Pivot Handle L-Clamps save time and 
increase performance in any shop. Specially 
designed to exert more leverage when clamp¬ 
ing in restricted areas without added effort, our 
Pivot Handle L-Clamps are ergodynamic and 
operator friendly. The rapid acting arm slides 
into place for quick tightening, and opens just 
as easily for simple repositioning. 

A single Pivot Handle L-Clamp can handle a 
wide variety of work sizes and shapes, result¬ 
ing in fewer clamps needed for each job. 
Available in a variety of sizes and strengths, all 
Wilton Pivot Handle L-Clamp arms are manu¬ 
factured of drop-forged steel. The rails are 
made of heat treated steel and plated in chrome 
and nickel for added durability. 

The steel spindle is equipped with a crimped 
pad that pivots up to 20° to safely accommo¬ 
date angular workpieces. Protective caps on 
anvil and pad prevent damage to soft materi¬ 
als. A pivoting plastic handle prevents slip¬ 
page while providing a sure comfortable grip. 
A ball bearing positioned on the bottom of each 
handle ensures smooth, efficient movement. 
All Wilton Pivot Handle L-Clamps are guaran¬ 
teed against breakage. 


SPECIFICATIONS 


Catalog 

Number 

UPC 

Number 

Opening 

Throat 

Depth 

Spindle 

Diameter 

Nominal 

Rail 

Size 

Shipping 

Weight 

Lbs. 

Regular Throat Pivot Handle L-Clamps 
6106PH 63060 0" - 6" 

3" 

9 /l6" 

5 /a" X 5 /ie" 

IV 4 

6108PH 

63061 

0 " - 8" 

4" 

5 /a" 

3 / 4 " X 3 /a" 

2 

6110PH 

63062 

0 M -10 " 

4 3 /4" 

w* 

7 /a" X 7 /ie" 

3 

6112PH 

63063 

0 "- 12" 

5 V 2 " 

3 / 4 " 

1 " X 15 /32" 

474 

6116PH 

63064 

0 "- 16" 

4 3 /4" 

3 / 4 " 

1" X 15 /32 H 

47a 

6120PH 

63065 

0 " - 20" 

4 3 /4" 

3 / 4 " 

1 " X 15 /32" 

5 

6124PH 

63066 

0" - 24" 

4 3 /4" 

3 /4" 

1 " X 15 /32 M 

572 

6140PH 

63067 

0" - 40" 

4 3 /4" 

3 / 4 " 

1VI6" x V 2 " 

872 

Deep Throat Pivot Handle L-Clamps 

6216PH 63070 0"-16" 

6 7 /a" 

3 /4" 

1 Vl6" x V 2 " 

6 

6224PH 

63071 

0" - 24" 

6 7 /a" 

3/4" 

1 Vib"xV2 " 

774 


§» i$r 
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The unique design of 
the handle provides 
added leverage and 
clamping pressure. 


Pivoting handle 
has 90° travel allowing 
for faster clamping in 
restricted areas. 
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90° ANGLE VISE CLAMP 



90° Angle Vise Clamp 

Wilton 90° angle clamps take the set-up time and effort out of 
metalworking applications that involve holding material for 
right angle joining, assembling, welding or grinding. A self¬ 
centering jaw quickly adjusts to clamp workpieces, even 
accommodating pieces of different sizes. Speed, safety and 
accuracy are the key benefits that this clamping innovation 
brings to your shop. 

The 90° angle clamp is made of high quality cast iron. The 
copper plated spindle pivots allowing the moveable jaw to 
securely grip parts at 90°. Slotted holes are provided in the 
base for convenient workbench mounting. For added preci¬ 
sion, work surfaces, including base, are milled. Working area 
is clear from both the top and bottom of clamped parts. 



Spindle pivots, providing an accurate self¬ 
centering grip, and is copper plated for weld 
spatter resistance. 



90° angle clamping is simplified, re¬ 
quiring only one person, and less than 
one minute. The same task, using 
conventional clamps typically requires 
several clamping tools, and substan¬ 
tially more set up time. 


The Wilton Angle Clamp securely 
holds mitered workpieces, allowing 
the pre-assembly of welding or drilling 
tasks to be accomplished safely. 


When mounted on a table, the angle 
clamp may even be used as a fixture, 
particularly for repetitive tasks such 
as grinding and welding right angled 
joints. 


SPECIFICATIONS 


Catalog 

UPC 

Capacity 

Jaw 

Jaw 

Shipping 

Weight\ 

Number 

Number 

Miter 

Height 

Length 

Lbs. 

AC-325 

64000 

3 ,1 /32" 

1 3 / 8 " 

4Va" 

8 V 2 

AC-326 

64002 

4 3 /8" 

2 3 / 8 " 

4Vs" 

18 
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STEEL PIPE CLAMP 
FIXTURES 



Deep reach allows parts to be securely 
clamped. 

Wilton’s Extra Deep Throat Pipe Clamp is ideal for any 
woodworking or metalworking application where extra deep 
reach is required. The heaviest in the industry, the 530 Series 
Pipe Clamp mounts on any length 3/4" pipe and is easily 
adjustable. Both the moveable and stationary parts are made 
of heavy duty, ductile cast iron for added strength. 


Each Clamp Fixture features: 

■ Extra deep throat - 7" of total depth to clamp a wider range 
of parts 

■ Multiple disc clutch provides sliding jaws with instant 
adjustment, secure hold and quick release 

■ Steel screw and heavy duty handle 



STYLE 530 BAR CLAMP FIXTURE 


Catalog 

Number 

UPC 

Number 

Screw 

Diameter 

Throat 

Depth 

Clamp 

Face 

Clamp Sets 
Per Pack 

Shipping 
Weight Lbs. 

530 

14870 

W 

7" 

2" x 1 3 /V’ 

1 

8V2 


Wilton Steel Bar Clamp Fixtures 

Designed for use on any length V 2 " or W pipe. Clamp set 
includes frame, screw, handle, tip and slide. Easy to as¬ 
semble. To use, just screw the head on regular pipe threads. 



For use with any length 3 /i" pipe. 


STYLE 500 BAR CLAMP FIXTURE 


Catalog 

Number 

UPC 

Number 

Screw 

Diameter 

Throat 

Depth 

Clamp 

Face 

Clamp Sets 
Per Pack 

Shipping 
Weight Lbs. 

500 

14824 

5 /b" 

W 

W 

12 

34 


Each Clamp Fixture features: 

■ Hardened cam securely locks movable jaw to pipe 

■ Secure holding power and easy release 

■ Cold drawn steel with smoothly cut square thread spindles 

■ Attractive, red baked enamel finish 



For use with any length V 2 " pipe. 


STYLE 520 BAR CLAMP FIXTURE 


Catalog 

Number 

UPC 

Number 

Screw 

Diameter 

Throat 

Depth 

Clamp 

Face 

Clamp Sets 
Per Pack 

Shipping 
Weight Lbs. 

520 

14825 

W 

1 V 2 ” 

1 W 

12 

20 
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BAR CLAMPS 

AND HOLD DOWN CLAMPS 


1800 lbs. maximum 
proof test. Clamping 
arms are made of 
malleable iron. 


Notched hardened 
slip proof steel bar. 



Protective Caps prevent 
damage to soft 
materials. 


Wooden handle is 
specially designed to 
facilitate a sure grip, 
and increase the 
clamping force. 




General Purpose for Wood and Light Duty Use 


SPECIFICATIONS 


Catalog 

Number 

UPC 

Number 

Capacity 

Throat 

Depth 

Shipping 
Weight Lbs 

5008 

50081 

0" - 8" 

4” 

272 

5016 

50166 

0"- 16" 

4 3 /4" 

4 

5024 

50244 

0" - 24" 

4 3 /4" 

473 

5040 

50400 

0" - 40" 

4 3 /4" 

674 


Hold Down Clamps 

This unique tool is designed to hold down a wide 
variety of workpieces on virtually any work surface. 
These clamps can be spotted on any work surface 
without being limited to locations near a bench 
edge. On workbenches or other work stations a 
countersunk hole is bored to accommodate the 
bolt that engages the clamps body. The work 
surface is free of any obstructions when the clamp 
is removed. The clamp can also be pivoted to any 
angle to clamp on the work surface. These clamps 
are also easily mounted on drill press tables or any 
other machine table with T-slots. Rugged ductile 
cast iron frame with steel spindle. 


SPECIFICATIONS 



Catalog 

UPC 

Throat 

Maximum 

Weight 

Number 

Number 

Depth 

Opening 

Lbs. 

6911 

63040 

1 5 /8" 

3" 

3 
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Spring Clamps - A Convenience Tool 

The versatility of Wilton Spring Clamps make it the tool of a 
“thousand-and-one” uses. Commonly used in woodworking 
and laminating, and anywhere you can benefit from the speed 
and convenience of a fast grip. 

Nickel plating adds to the durability of the Wilton 
Spring Clamp and resists the effects of corrosion. Handles 


and jaws are available with poly-vinyl covered tips and 
handles for comfort, and provide non-marring protection of 
workpieces. A tempered steel spring maintains substantial 
constant pressure at the jaw tips, while the ergonomic shape 
of the handle makes them comfortable to work with on 
repetitive tasks. 


SPECIFICATIONS 


Catalog UPC Maximum Opening Overall 

Number Number Description Between Jaws Length 


634 

14900 

4" Spring Clamp with 
Protective Handles & Tips 

1" 

4" 

636 

14901 

6" Spring Clamp with 
Protective Handles & Tips 

2 " 

6" 

639 

14903 

9" Spring Clamp with 
Protective Handles & Tips 

3" 

9" 

635 

14904 

4 M Spring Clamp without 
Protective Handles & Tips 

1" 

4" 

637 

14905 

6" Spring Clamp without 
Protective Handles & Tips 

2 " 

6" 

638 

14906 

9” Spring Clamp without 
Protective Handles & Tips 

3” 

9" 
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SPECIALTY SHOP EQUIPMENT 
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SQUARE WHEEL 
BELT GRINDER 



One Machine Does It All! 

Save yourself time and money with the end¬ 
less variety of grinding surfaces. 

You can go all the way from snagging and 
grinding to polishing and buffing simply by 
rotating the square wheel platen or using 
any of the optional attachments. 





3. Tighten socket head screw and tension belt. 
See Safety Information on page 74 


CHANGES OVER IN SECONDS 


1. Release belt tension and loosen socket head screw. 


2. Rotate Square Platen Wheel to desired surface 


MADE IN 
THE U.S.A. 
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Shown with optional floor stand 


































Use for General Purpose or Precision Work 


1 . Roughing - Serrated rubber contact wheel is used for 
removing heavy stock, cleaning up a weld or snagging a 
casting. This durable 8-inch diameter serrated contact tire is 
used extensively for hollow grinding and profiling knives and 
other culinary tools and is standard equipment on all models. 

2. Flat and angular stock - Platen setting is the perfect 
angle for high speed, precision, flat and level grinding of tools, 
knives, plastics and machined parts. Adjustable work rest is 
standard on all models. 

Applications and Standard Equipment 

1. Roughing 2. Flat and Angular Work 



Applications and Standard Equipment 

5. Internal Contouring - The air-cushioned dead head is for 
use on very small radius grinding. When connected to a 
source of shop air (80-90 PSI), the belt rides on a cushion of 
air to decrease head and belt wear. The dead head is easy to 
use, and adapts to any of the available radius tips. Available 
as an optional accessory. Catalog No. 504496 Radius tips 
available: sizes, 

6. Internal Contouring with Small Wheel - This small 
wheel accessory is designed for hard to reach places. In¬ 
cludes 5 /6", 70 durometer contact wheel, order catalog No. 
505786. Additional contact wheels Vz" (#505787), 3 U" 
(#505789) and 1" (#505790) are also available. 

7. Finishing - The buffing pad is perfect for satin finish or 
high gloss polishing. The fine, close stitched buffing pads are 
ideal for buffing to a high polish finish. (For use with the Hub 
and Wheel Assembly). These pads are available under 
Catalog No. 504426. 

8. Finishing - The nylon reinforced silicon carbide wheel is 
perfect for polishing and deburring. It puts a high lustre finish 
on the roughest surfaces and is excellent for steel, iron or 
aluminum. (For use with the Hub and Wheel Assembly.) This 
special nylon wheel is available under Catalog No. 505491. 

9. Tool Post Grinding - Square wheel can be mounted as 
tool post grinder on lathes for use in O.D. grinding. 

Special Finishing Attachment 

Hub and Wheel Assembly 

A special accessory which offers the capability of use with a 
number of optional attachments; polishing and buffing wheels 
and grinding discs. Includes a pre-balanced hub shaft, collar, 
v-belt and special wrench for quick, easy changes. Order 
Catalog No. 505492. For use on all square wheel grinder 
models. Includes V-belt, arbor and hub, locking collar and 
locking tool. 



3. Shaping - For grinding and finishing cylindrical shapes. 
The yoke surface conforms to the shape of the surface 
produces an even, smooth finish without the danger of under 
cutting. Excellent for tool post applications. 

4. Contouring - Grind difficult, hard to reach areas with the 
3" x 2" or 1V 2 " x 2" diameter contact wheels. Contours and 
shapes parts with internal radius surfaces. 



5. Internal Contouring 
with Air 



4. Contouring 


7 



6. Internal Contouring 
with small wheel 



8. Non-woven nylon 
finishing 



See Safety Information on page 74 
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SQUARE WHEEL 
BELT GRINDER 


Variable Speed Model 

Use this machine for virtually any finishing or grinding appli¬ 
cation imaginable! Model 4126 Square Wheel Grinder offers 
you infinite SFPM speeds ranging from 0-4600, which is one 
of the reasons this machine is so versatile. The 4126 comes 
complete with a 1 HP DC Motor along with a variable speed 
DC Controller unit. The unit may be attached directly to the 
machine, or mounted on a wall or table. The addition of the 
vari-speed feature also allows for new applications, wire 
brush deburring and edge breaking, polishing with Anderlex 
non-woven abrasive wheels, abrasive flap wheels, non- 
woven Anderlex flap wheels, and sanding discs for finishing 
and deburring. This model has all the standard features of the 
Wilton Square Wheel Grinder but offer much more versatility. 


DC controller allows variable speeds from 
0-4600 SFPM 




Shown with optional floor stand #504974 


■k-jr-jt-k-k-k-k-H-k 


MADE IN 
THE U.S.A. 


★★★★★★★★★ 
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Special Vari-Speed Optional Accessories 

(For use with Hub and Wheel Assembly page 45) 

1. Deburring - The crimped wire wheel attachment is ideal 
for burr removal. Can be used on all types of materials. Good 
fordeburring irregular shaped parts. Order catalog No. 911365. 

2. Blending & Cleaning - Brush contains silicon carbide of 
aluminum oxide locked into nylon filaments. Will aggressively 
clean and deburr metal and non metal surfaces. Unaffected 
by solvents. Us wet or dry. Order Catalog No. 911366. 


1. Deburring 


2. Blending and Cleaning 




Cat. No. 504544 
10" x 2" Serrated 
Contact Tire and 
Hub Assembly 



Cat. No. 504426 
Buffing Pads 


© 


Cat. No. 554115 Dust Collecting System 
with Cat. No. 504974 Floor Stand. 


ORDERING INFORMATION 


Catalog 

Number 

UPC 

Number 

Description 

4103 

38303 

Square Wheel Grinder, 2" x 72" Bench Model 
Belt, 1 HP, 1 Phase, 115/230VTEFC motor. 
Belt speed of 4600 SFPM. 115 Lbs. 

4106 

38309 

Square Wheel Grinder, 2" x 72" Bench Model 
Belt. 2 HP, 3 Phase, 230/460V TEFC motor, 
Belt speed 4600 SFPM. 127 Lbs. 

4126 

38326 

Square Wheel Grinder Variable Speed 

Bench model with 2" x 72" Belt. 1 HP, 1 Phase 

115 volt TEFC motor with DC Convertor. 

Speed range 0-4600 SFPM. 120 Lbs. 


All machines come standard with a 8" x 2" serrated contact 
tire assembly and a platen casting, IV 2 " x 2" and 3" x 2" 
contact wheels. 

VARIABLE SPEED ACCESSORIES 


Catalog 

Number 

UPC 

Number 

Description 

505479 

50028 

7" Face Plate and Grip-Lock Hub. 

505487 

50020 

Fibre Grit-Lock Disc (36 grit) Case Lots 25 

505488 

50021 

Fibre Grit-lok Disc (60 grit) Case Lots 25 

505489 

50022 

Fibre Grit-lok Disc (80 grit) Case Lots 25 

505490 

50023 

Fibre Grit-lok Disc (120 grit) Case Lots 25 

911365 

50048 

Wire Wheel Brush; 6" dia. W Arbor (Carbon) 

505485 

50025 

Anderlex non-woven polishing wheel; includes 
5 /8 M Adaptor, 80 grit 


3. Finishing (Irregular Surfaces) - Uniform finishes on 
ferrous and non-ferrous metals. Use also for sanding and 
woodworking applications. Order Catalog No. 505485. 

4. Edging - These 7" Grit-Lock Discs are perfect for applica¬ 
tions such as weld grinding and scale removal. Also for use 
on an endless variety of applications on metal, plastics and 
wood. Must order 7" face plate and Grit-Lock Hub Kit, Catalog 
No. 505479. Easy to change Discs ordered separately and 
available in 36, 60, 80, and 120 grits. 

3. Finishing (Irregular Surfaces) 4. Edging, Grinding Disc 




REPLACEMENT BELTS 

(10 pieces per package) 



Catalog Number 

UPC Number 

36 Grit 

911280 

911300 

50 Grit 

911281 

911301 

80 Grit 

911282 

911303 

120 Grit 

911283 

911304 

60 Grit 

911291 

911302 

180 Grit 

911292 

911305 

220 Grit 

911293 

911306 

ACCESSORIES 


Catalog 

Number 

UPC 

Number 

Description 

554115 

39315 

Dust Collection System; Includes dust collector 
with V 2 HP, 1 phase, 115V TEFC motor; 3" x 5" 
hose, clamps; dust bag and Dust Scoop Kit, 

50 Lbs. Customer to furnish 30 gallon drum, 
(504974 Floor Stand required, but not included). 

504974 

38439 

Floor Stand: For use with or without dust 
collecting system. 34"H x 18V2 n W x 24"D; 85lbs. 

504496 

38171 

Air Cushioned Dead Head: Fits all units and 
includes 5 /s" radius tip (additional tips available) 
Shop air required. 

505786 

50040 

Small Wheel Assembly: Fits all units and 
includes 5 /8 n , 70 durometer contact wheel 
(Additional wheels available). 

505492 

50027 

Hub and Wheel Assembly: Special accessory 
for a number of optional attachments includes 
hub, locking collar, v-belt and wrench for 
easy change. 

504426 

50026 

Buffing Pads: For use with the Hub and Wheel 
Assembly. Includes 5 pads. 

505491 

50029 

Nylon Polishing Wheel: For use with Hub and 
Wheel Assembly. Includes Anderlex wheel 
and spacer plate. 

504544 

382191 

10" x 2" Contact Wheel Assembly. Attachment 
for large internal radius grinding and snagging. 

554130 

50008 

Special kit to convert existing square wheel 
grinder to a variable speed model. Includes DC 
controller and motor. 


See Safety Information on page 74 
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COMBINATION BELT AND 
DISC FINISHING MACHINE 


Wilton’s Combination Belt/Disc Finishing Machine 
will handle virtually all the finishing operations in a 
production line, metal or wood pattern shop, ma¬ 
chine shop, cabinet or school shop in one com¬ 
pact unit. For all your sanding, grinding, chamfer¬ 
ing, deburring or general purpose needs, Wilton 
offers the 6" Abrasive Belt Machine and separate 
12" Disc Machine separately, along with the Com¬ 
bination Belt, Disc Finishing Machine. 

A powerful 1V 2 HP motor provides optimal speeds 
of 2400 RPM for disc and 3260 SFPM for belt 
finishing. These speeds are ideal for working in 
metal, wood, plastics, compositions, leather and 
more. Heavy cast iron head and tables insure 
smooth performance. A deluxe mitre gauge is 
standard equipment with any machine you choose. 


Combination 6" x 48" /12" Abrasive 
Belt Finishing Machine 

■ Adjustable, and removable platen 

■ Removable upper guard for contour finishing 

■ Variable-position locks belt head adjusts ver¬ 
tically, horizontally and in between 

■ Two ribbed tables adjust to any angle 

■ Adjustable dust deflector and dust spout 

■ Deluxe mitre gauge is standard 



Combination Belt & Disc 
Finishing Machine 
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Simplify All Your Finishing Needs 


1. Contour Finishing 

Remove the upper belt guard to expose the 
finishing surface of the drum for contour work. 

2. Mitering 

The belt finishing can be done vertically, horizon¬ 
tally, or at any angle in-between. Adjusting the 
table and the belt head is fast and easy. 

3. Flat Finishing 

With head positioned horizontally, and the back 
stop in place, finishing of flat stock is easy. 

4. Precision Finishing / Accurate Mitering 

Finishing operations are virtually unlimited with 
the disc sander. Precision deburring, precision 
chamfering and grinding are all performed on the 
machine’s abrasive disc. Use the standard mitre 
gauge in combination with the tilt table and 
simplify both plain and compound miters. Use 
the fixtures to grind large parts, finishing with jigs 
and angle grinding. 




2. Mitering 



1. Contour Finishing 



4. Precision Finishing 


3. Flat Finishing 


ORDERING INFORMATION 


SPECIFICATIONS 


Wilton’s Combination 6" Belt /12” Disc Finishing Machine is 
available in five different models. These machines are shipped 
set up, with abrasives, heavy-duty stand, and are equipped 
with a Mitre Gauge. 


Catalog 

Number 

UPC 

Number 

Description 

4200 

38500 

Single Phase IV 2 HP TEFC motor. 

115/230 Volts and Push button switch. 
(Connected 230 Volts.) 

4202 

39502 

Three Phase IV 2 HP TEFC motor. 

(Connected 230 Volts.) 


Belt Specifications 

Table Size 
Table Tilt 

Mitre Gauge Groove 
Platen 
Belt Size 
Belt Speed 

Disc Specifications 

Table Size 
Table Tilt 

Mitre Gauge Groove 
Disc 

Disc Speed 


WxlW (187 x375mm) 
45° Out; 20° In 
3 /e" x 3 /4 m (9.5 x 19mm) 
6V4"x14 3 / 4 " (159 x375mm) 
6" x 48” (152 x1219mm) 
3260 SFPM 


12” x16 3 /e" (305 x416mm) 
45° Out; 20° In 
3 /e"x 3 /4" (9.5 x 19mm) 

12” (305mm) Diameter 
2400 RPM 



Overall Dimensions 

Height: (belt in vertical position) 57 V 2 " 
Width: 25 V 2 " 

Depth: 19" 

Weight: 250 lbs 


Standard Mitre Gauge 

A die-cast aluminum mitre gauge is standard. It has pivoting 
work support, body with pointer and calibrations through 
120 °. 


See Safety Information on page 74 
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BELT MACHINE 
AND DISC MACHINE 


Wilton offers you the option of choosing 
either a separate belt machine or a 
separate disc machine. 




12" Disc Machine 

Wilton’s 12" Disc Finishing Machine is available in two 
different models. These machines are shipped set up with 
abrasive disc, and come with a Mitre Gauge. 


SPECIFICATIONS 


Catalog 

UPC 


Number 

Number 

Description 

4400 

44000 

Single Phase IV 2 HP TEFC motor. 

115/230 Volts and Push Button Switch. 
(Connected 230 Volts.) 

4401 

44001 

Three Phase IV 2 HP TEFC motor. 

(Connected 230 Volts.) 


6" Belt Machine 

Wilton’s 6” Belt Finishing Machine is available in two different 
models. These machines are shipped set up with abrasive 
belt, and come with a Mitre Gauge. 


SPECIFICATIONS 


Catalog 

Number 

UPC 

Number 

Description 

4300 

43000 

Single Phase IV 2 HP TEFC motor. 

115/230 Volts and Push Button Switch. 
(Connected 230 Volts.) 

4301 

43001 

Three Phase 1V 2 HP TEFC motor. 

(Connected 230 Volts.) 


SPECIFICATIONS 


Disc Machine 

Table Size 
Table Tilt 

Mitre Gauge Groove 
Disc 

Disc Speed 


12"x 16 3 /8" (305 x416mm) 
45° Out; 20° In 
3 /b"x 3 /4" (9.5 x 19mm) 

12” (305mm) Diameter 
2400 RPM 


Belt Machine 

Table Size 
Table Tilt 

Mitre Gauge Groove 
Platen 
Belt Size 
Belt Speed 


7 3 /8”x14 3 /4" (187 x375mm) 
45° Out; 20° In 
3 /8 "x 3 /4" (9.5 x 19mm) 
6V2 ”x 14 3 /4" (159 x375mm) 
6” x 48” (152 x 1219mm) 
3260 SFPM 


Overall Dimensions 

Height: 43" Width: 16” Depth: 19" Weight: 164 lbs. 


Overall Dimensions 

Height (Belt in vertical position): 57V2" Weight: 211 lbs. 
Width (Belt in horizontal position): 25V2” Depth: 19" 
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ACCESSORIES FOR BELT & DISC GRINDERS 


Belt and Disc Sander Accessories Add 
Versatility, Convenience 

This machine includes a high quality 80 grit aluminum oxide 
abrasive belt and 50 grit aluminum oxide abrasive disc from 
a leading U.S. manufacturer. We suggest that you order 
replacement belts and discs from your Wilton distributor. 
Improve efficiency in your shop by adding dust collection 
systems. Controlling dust improves shop safety. 



ACCESSORIES - ORDERING INFORMATION 


Catalog 

Number 

UPC 

Number 

Description 

554210 

39410 

Dust collector less drum - For cleaner, safer 
work area, a high quality dust collector 
constructed of steel and cast aluminum is 
available. This self-contained unit includes five 
feet of hose and filter bag for use with your 
drum. Offered in 115/230V AC only, the unit 
features quiet, continuous duty TEFC motor with 
permanently lubricated ball bearings, self¬ 
cleaning radial blade. This is all that is needed 
for hook up to the separate belt machine. 

505228 

38693 

Backstop assembly - a stop for flat work on the 
belt. Allows flat belt finishing, prevents the 
workpiece from moving with the belt. 

Weight - 4 lbs. 

505229 

36994 

Wood fence assembly - Provides support for 
narrow workpiece or edge finishing on your belt 
unit. Weight 6 lbs. 

505237 

38702 

Flose kit for disc machine dust collection - 
consists of cast funnel attachment, hose 
adapter, 5 feet of high temperature hose, “Y” 
connector, and two hose clamps. Weight - 
101/4 lbs. Must be purchased to attach 
combination Belt/Disc machine to disc dust 
collection system 554210. 

505294 

5000 

Adaptor needed to attach only disc 
machine to the dust collection system 554210. 


DUST COLLECTOR SPECIFICATIONS 


Motor Horsepower 

V 2 

Maximum CFM 

450 

Maximum SP 

7 lbs. 

Maximum Hose Velocity 

9000 FPM 

Bag Area 

10.6 Sq. Ft. 

dBA @ 5' 

78 

Hose Size 

3" x 60" 

Drum Size* 

30 Gal. 

Ship Weight 

50 lbs. 


* Not included, user must furnish drum. 


See Safety Information on page 74 














Bench Grinders - Built For Performance 


Wilton bench grinders come with medium and coarse grind¬ 
ing wheels to suit different applications. Features include 
adjustable tool rests to compensate for wheel wear, double 
strength eye shields, adjustable spark deflectors and sturdy 
wheel guards, and a lighted on/off rocker switch. 

These grinders sharpen drill bits, scissors, knives and cutting 



Sharpens tools, including drill bits, chisels, knives, etc. 
quickly and efficiently. 


tools quickly and easily. They also clean, buff and polish 
practically any material. Available in 1 U , V 2 and 1 HP models, 
the grinding wheels diameters measure 6", 8" and 10" re¬ 
spectively. All models are UL and CSA approved. 

These compact and versatile grinders are a must for any 
shop. 



Removes rust and paint coatings, as well as burrs. 







Remove grind lines, smooth and polish 


Cleans, buffs and polishes 



Model #170 - 6" Bench Grinder with 
2 grinding wheels 

Model #170A - 6" Bench Grinder with 1 
wire wheel and 1 grinding wheel 


Model #175 - 8" Bench Grinder 


SPECIFICATIONS 


Model #180 - 10" Bench Grinder 


Cat. 

No. 

UPC 

No. 

Service 

Duty 

Wheel Dimensions 
Dia. Arbor Face 

Motor 

HP 

Phase 

RPM 

Shipping 
Weight Lbs. 

170* 

17000 

Medium 

6" 

V 2 " 

3 / 4 " 

V4 

1 

3500 

25 

170 A* 

17001 

Medium 

6" 

V2" 

W 

V4 

1 

3500 

25 

175* 

17500 

Heavy 

8" 

W 

3/4" 

V2 

1 

3500 

40 

180 A 

18000 

Heavy 

10" 

r 

r 

1 

1 

1720 

82 


* Grinder fits on pedestal base #156 
A Grinder fits on pedestal base #159 


See Safety Information on page 74 
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Bench Grinders - Made In The USA 


Wilton bench grinders are built for the professional mechanic. 
Extended frame models utilize a tapered body design which 
allows greater accessibility to the side and front of the wheels. 
This makes grinding of long or odd shaped pieces possible 
without interference from the motor housing. When the wheels 
become worn, the body design acts to the operator’s benefit. 
Bench grinders come complete with 36 and 60 grit grinding 


wheels, fully adjustable steel tool rest, plexiglass safety 
eyeshields, full guard covers, spark breakers and built in 
water-pots. 

Available in V 3 , V 2 , Z U, and 1 HP models, the grinding wheels 
diameters measure 6", 7", 8”, and 10” respectively. All 
models meet OSHA safety standards. All models carry ap¬ 
proval from UL and CSA. 



Model #152A - 6 ” Bench Grinder 



Model #157 - 8 " Bench Grinder 




Model #154 - 7" Bench Grinder 


Model #158 - 10" Bench Grinder 



Model #155 - 7” Bench Grinder 

Illuminated Eye Shield standard. 



Models #156 81 #159 - Pedestal Bases 


SPECIFICATIONS 


Cat. UPC Service Wheel Dimensions Motor Shipping 

No. No. Duty Dia. Arbor Face HP Phase RPM Weight Lbs. 


152 A 

19002 

Medium 

6" 

V2" 

3/4" 

V3 

1 ’ 

3450 

29 

154 

19004 

Heavy 

7" 

5 /8" 

1" 

V2 

1 

3450 

41 

155 

19005 

Heavy 

7" 

5 /8" 

1" 

V2 

1 

3450 

41 

157 

19007 

Heavy 

8” 

W / 

r 

3 /4 

1 

3450 

56 

158 

19008 

Heavy 

10" 

3/4" 

r 

1 

1 

1725 

89 

156 

19006 

Pedestal Base for models 152A, 154, 155 




36 

159 

19009 

Pedestal Base for models 157, 158 
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BENCH GRINDER KITS & ACCESSORIES 


Bonded Abrasives 

Aluminum oxide grinding wheels 

General purpose aluminum oxide bench grinding wheels. 6" 
and 7" diameter wheels have V 2 ", Vs", 3 U" and 1" arbor holes. 
8 " diameter wheels have 5 /b”, 3 U" and 1" arbor holes. 10" 
diameter wheels have 3 U" and 1" arbor holes. 


Item 

No. 

Diameter 

Face 

Width 

Grit 

Size 

Arbor 

Hole 

Free Speed 
RPM 

58026 

6" 

3/4” 

36 

V 2 " -1" 

4140 

58025 

6" 

3 /4" 

46 

V2 w -r 

4140 

58024 

6" 

3 /4" 

60 

v 2 M -r 

4140 

58029 

6" 

1" 

36 

V 2 " - 1" 

3600 

58028 

6" 

r 

46 

V2"-r 

3600 

58027 

6" 

i" 

60 

V 2 " - r 

3600 

56032 

7" 

r 

36 

v 2 " - r 

3600 

56031 

T 

r 

46 

V 2 ” - r 

3600 

56030 

7" 

i" 

60 

i/2"-r 

3600 

56035 

8" 

r 

36 

5 /8 n - 3 / 4 "-r 

3600 

56034 

8” 

r 

46 

5 /8 n - 3 /4 M - 1” 

3600 

56033 

8" 

r 

60 

W-V-l" 

3600 

56117 

10" 

r 

36 

3 / 4 - . r 

2480 

58116 

10" 

i" 

46 

3 /4"-1" 

2480 

58115 

10" 

i" 

60 

3 /4 H -1" 

2480 


Silicon Carbide Grinding Wheels 

Use for maintenance of brake tuning equipment 


Item 


Face 

Grit 

Arbor 

Free Speed 

No. 

Diameter 

Width 

Size 

Hole 

RPM 

58128 

6" 

1" 

120 

1/2" . r 

4140 

58127 

6" 

r 

60 

V 2 "-r 

4140 



Wheel Adapters 


Item 

No. 

Flange 

No. 

Used With 
Wheel Diameter 

Flange 

Size 

Arbor 

Hole 

63791 

FW-1 

4". 6" 

1" 

3 / 4 " - 5 / 8 " - V2" 

67610 

FW-2 

6" 

2" 

V2" 

67620 

FW-2 

6" 

2" 

5 / 8 " 

67646 

FW-2 

6" 

2" 

3 / 4 " 

67667 

FW-2 

6" 

2" 

r 

67688 

FW-2 

6" 

2" 

w 

61301 

FW-3 

8" 

3" 

V2" 

61302 

FW-3 

8" 

3" 

5 / 8 " 

61303 

FW-3 

8" 

3" 

3 / 4 M 

61304 

FW-3 

8" 

3" 

r 

61305 

FW-3 

8" 

3" 

1V4" 
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BENCH GRINDER KITS & ACCESSORIES 


General Purpose Wheel - 
Medium Density 

Typical Applications 

• Remove light surface oxidation • Blend belt finishes • Apply 
decorative finish to building and home hardware, such as 
hinges and door pulls • Blend parting lines • Fine finish 
jewelry, lighting fixtures and metal furniture 


Item 

No. 

Abrasive Type 
Grade 

Diameter 

Size 

Width 

Center 

Maximum 

RPM 

Wheels 
Per Unit 

62883 

A-M 

6" 

1" 

1" 

4500 

4 

62884 

A-F 

6" 

r 

1" 

4500 

4 

62129 

A-M 

8" 

1" 

3" 

3400 

3 

62130 

A-F 

8" 

V 

3" 

3400 

3 



EXP Deburring and Polishing Wheels 

Typical Applications 

• Deburring surgical instruments • Edge reducing cutlery 

• Deburring precision tooled parts • Removing grind lines 

• Raduising and polishing jet blades • Polishing golf club 
heads • Polishing machined parts prior to plating • Deburring 
stamped parts 


Item No. Item No. Size 

S/C Fine A/O Fine Dia. Width Center 

Density 

Med. High=8, Wheels Maximum 
High=9 Per Unit RPM 

69837 

69867 

6"xrxr 

8 

3 

4500 

69897 

69927 

6" x 1" x 1 n 

8 

3 

4500 

69841 

69871 

8 " x r x 3" 

9 

3 

3650 

69901 

69931 

8" x 1" x 3" 

9 

3 

3650 



TUFFTECH, Medium Face, Multi-Duty 

BRUSH CHARACTERISTICS 

• Narrow to wide brush face • High performance • Highest 
quality oil tempered wire 

TYPICAL APPLICATIONS 

• Deburring • Roughing for adhesion • Surface preparation 
prior to painting or plating • Flash removal • Edge blending 

• Finishing for appearance • ID and OD cleaning 


Approx Standard Max. Safe 

Cat. Item No. Wire Face Trim Arbor Free Speed Std. 

No. Carbon Stainless Dia. Size Width Length Hole RPM Pkg. 


DMX6 57500* 
57501* 
57502* 

02124 

02134 

6 .0118 
.014 
.020 

3 /4 

IVa 

5 k ~ V2 

6000 

5 

DMX7 57503* 
57504* 


7 .0118 
.014 

3 /4 

1 5 /8 

5 /a - V 2 

6000 

1 

DMX8 01964 
01974 
01984 

02574 

02584 

8 .0118 
.014 
.020 

3 /4 

1V2 

5 /a - V 2 

4500 

1 


★★★★★★★★★ 


MADE IN 
THE U.S.A. 


★ ★★★★★★★★ 


























4" X 6" AND 5" X 8" TRADESMAN METAL CUTTING 

BAND SAWS 


Utility Metal-Cutting Saws for Metal,. Wood 
and Plastic Cutting Needs 

Drive train is powered by a full V 2 horsepower motor, rated at 
1725 RPM and provides 3 cutting speeds, 85,125, 200 SFPM 
which permits cutting metal, plastic and wood. 

A steel heat-treated worm driving a bronze worm gear gives 
smooth and quiet operation of the gear box assembly. Wilton’s 
oil bath drive train extends the production life of the machine 
parts. The 5" x 8" blade guides adjust fully in three planes. The 
saw’s sliding guide arm permits positioning close to the cut. 
Fully equipped for wet-cutting, the 5" x 8" Wet is complete with 
a steel coolant trough, coolant tank and submersible coolant 
pump. The tank is removable for cleaning, Flexible hose, shut¬ 
off valve and nozzle. 


ORDERING INFORMATION 


Catalog 

UPC 


Number 

Number 

Description 

3300 

37300 

4" x 6" Dry Metal Cutting Band Saw with V 2 HP, 

1 phase, *115/230V 60 Hz motor with floor 
stand 

Wet Cutting Models include complete coolant system 

3230 

36830 

5" x 8" Wet Metal Cutting Band Saw with 

V 2 HP, 1 phase, *115/230V motor, 165 lbs. 

Dry Cutting Model 


3130 

36820 

5" x 8" Dry Metal Cutting Band Saw with 

Va HP, 1 phase, 115/230V motor, 160 lbs. 


* Connected 115V, unless otherwise specified. 



SPECIFICATIONS 


Cutting Capacity 


Blade Size 
Blade Speeds 
Blade Guides 

Blade Wheels 
Blade Drive 
Motor 

Machine Dimensions 
Coolant Pump 


5x8 

5" round 

7V2" Wide x 5" high rectangle 
8" wide x 1" high flat stock 
4V2" wide x 5" high at 45° 

V2" x .025" x 5’8V2" 

85-125-200 SFPM 

Side: Eccentric Shaft, ball bearings 

Rear: Ball bearing 

7V2" diameter, flanged cast iron 

Steel, heat treated worm driving a bronze worm gear in oil bath. 

V2 HP, capacitor start, 1725 RPM 
L 37" x W 16" x H 37" 

Machine measured horizontal with stand 
1 Gallon Capacity, 1 phase motor, 114 Volts. Wet cutting models 
complete with hose, flexible nozzle, shut-off valve, tank and baffle. 


4x6 

4 3 /8" Round 

5V2" W x 4" H Rectangle 
6" W x 1V2" H Flat Stock 
23/4" W x 4 3 /8" High at 45° 
V2" x .025" X 5'4V2" 

85, 125, 200 SFPM 
Side: Ball Bearings 
Rear: Ball Bearing 


L 38" x W 16" x H 38" - cut-off position 



An oil bath drive 
train provides con¬ 
stant lubrication to 
internal moving 
parts. Assuring 
smooth, quiet op¬ 
eration is a gear 
reduction drive 
assembly-asteel, 
heat-treated worm 
driving a bronze 
worm gear. 


The submersible, 
centrifugal pump 
on the 5" x 8" wet 
is fan-cooled and 
thermally pro¬ 
tected. Its tank has 
a one gallon ca¬ 
pacity. 


Three blade guide 
bearings provide 
full roller support 
and insure proper 
blade alignment 
for the 5" x 8". The 
assembly com¬ 
bines two ball 
bearings mounted 
on an eccentric 
shaft and a ball 
bearing rear 
guide. They are 
adjustable in three 
planes and are 
mounted on a 
dove tail. 


A steel coolant 
trough runs the full 
length of the base 
on the 5" x 8" to 
minimize 
oversplashing. 
Submersible 
pump, tank, hose 
and nozzle are in¬ 
cluded as stan¬ 
dard on the wet 
cutting model. 


ACCESSORIES 


Catalog 

Number 

UPC 

Number 

Description 

563302 

39302 

Wheel Assembly Kit consisting of handle, 2 
wheel and axle for convenient moving of band 
saw to various work station. 


REPLACEMENT BLADES 


Catalog 

Number 

UPC 

Number 

Description 

*563303 

39303 

10 teeth per inch - V 2 " x .025" x 5'4V2" blade 

563304 

39304 

14 teeth per inch - V 2 " x .025" x 5'4V2" blade 

563126 

38126 

*8 teeth per inch-V 2 " x .025" x 5'8V2" blade 

*563107 

38107 

10 teeth per inch-V 2 n x .025" x 5'8V2" blade 

563124 

38124 

14 teeth per inch-V 2 " x .025" x 5'8V2" blade 


* Supplied as standard on band saws 
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6" X 10" HORIZONTAL CUT-OFF BAND SAW 



Adjustable Blade Guide 


Hydraulic Feed 


The Wilton 6" x 10" Metal Cutting Band Saw is the ideal 
product for machine, maintenance and fabricating shops 
and for limited run machine production work. The saw is 
equipped with a 3 A horsepower, 1725 RPM motor which 
allows three cutting speeds: 95,140 and 235 SFPM. The 
saw’s cast design provides reliable performance and is 
available in a wet or dry model. In addition, the versatility 
of a vertical cutting feature makes the Wilton 6” x 10" 
band saw an outstanding value. 


ORDERING INFORMATION 


Catalog UPC 

Number Number Description 

Wet Cutting Model includes complete coolant system 
3410 34100 6" x 10" Wet Metal cutting Band Saw 

3 A HP, 115/230V * motor, 1 phase, 
275 lbs. 

Dry Cutting Model 

3400 34000 6" x 10" Dry Metal cutting Band Saw 

3 / 4 HP, 115/230V* motor, 1 phase, 
_ 270 lbs. _ 

* Standard machine connected 115V unless otherwise 
specified. 


REPLACEMENT BLADES 


Catalog 

Number 

UPC 

Number 

Description 



563214 

563215* 

563216 

34101 

34102 

34103 

8 teeth per inch : 
10 teeth per inch 
14 teeth per inch 

V 4 " x .032" x 7'9" 

3 / 4 " x .032" x 7'9" 

3 / 4 " x .032" x 7'9" 

* Supplied as standard on band saws 


SPECIFICATIONS 


Cutting Capacity 


Blade Size 
Blade Speeds 
Blade Guides 

Blade Wheels 
Blade Drive 

Motor 

Machine Dimensions 
Coolant Pump 


6 " round 

9 V2" x 6” rectangle 
11 " x 1" Flat stock 
3 /4 m x .032" x 7'9" 

95-140-235 SFPM 
Side: Eccentric Shaft, ball bearings 
Rear: Ball bearing 
11 7 /ie" Diameter flanged cast iron 
Steel, heat-treated worm, driving a 
bronze worm gear in oil bath 
3 A HP, capacity start, 1725 RPM 
L50”, W 18", H 41" Cut-off position 
1 Gallon capacity, 1 phase motor. 
Wet cutting models complete 
with hose, flexible nozzle, shut-off 
valve, tank and baffle. 



Oversize Oil Bath Drive 



Rapid Acting Vise 


See Safety Information on page 74 
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14" VERTICAL BAND SAWS 


Wilton’s 14" Tradesman Vertical Band Saws are 
specially designed to effectively cut a variety of 
materials including wood, plastic, bakelite, 
composites, ferrous and non-ferrous metals. 
Versatile and dependable, these premier saws are 
capable of contour cutting, straight cutting and 


All Wilton 14" Vertical Band Saws come with the following 
standard equipment: 

■ Cast iron frame 

■ Solid, one-piece steel base for extra stability 

■ Conveniently located on/off switch 

■ Mitre gauge 

■ Dust chute 

■ Saw blade 


ORDERING INFORMATION 


Catalog 

Number 

UPC 

Number 

Description 

8201 

80201 

14" Wood/Metal Cutting Vertical Band Saw, 
1 HP, 115V, 1 PH - machine in 2 boxes. 
Some assembly required. 

8203 

80203 

14" Wood/Metal Cutting Vertical Band Saw, 

1 HP, 220/440V, 3 PH - machine in 

2 boxes. Some assembly required. 

8214 

80214 

14" Wood Cutting Vertical Band Saw, 

1 HP, 115V, 1 PH - machine in 2 boxes. 
Some assembly required. 

5782171 

80217 

Rip Fence - fits all models 

5782181 

80218 

Riser block assembly increases height 
under the guide by 6" - fits all models 

5782191 

80219 

4 Speed conversion kit for wood cutting 


model 8214 only. Increases wood model 
from 1 speed to 4 speeds. 


resawing. Our Tradesman Saws can also cut 
delicate curves in both thick or thin stock. 

Two styles to choose from designed to meet your 
specific needs - Wood and Metal Cutting or Wood 
Cutting only. 



Shown with 
optional 
5782171 
Rip Fence 


SPECIFICATIONS 


Catalog Number 

8201 

8203 

Capacities: 

6" Under Guide 

6" Under Guide 

Motor 

12" Under Guide W/Riser Block 

13 V 2 " From Blade To Frame 

1 HP, 1 PH, 1725 RPM, 115/230 VAC 

12" Under Guide W/Riser Block 

I 3 V 2 " From Blade To Frame 

1 HP, 3 PH, 1725 RPM, 230/460 VAC 

Cutting Speeds 

Wood 

3300 SFPM 

3300 SFPM 

Metal 

39, 57, 78, 107, 142, 196, 278 SFPM 

39, 57, 78, 107, 142, 196, 278 SFPM 

Table Dimensions 

14" x 14" 

14" x 14" 

Height From Floor 

44" 

44" 

Table Tilt to Right 

45° 

45° 

Table Tilt to Left 

10° 

10° 

Mitre Gauge Groove 

Wide x Deep 

3 / 4 " x 3 / 8 " 

3 / 4 " x 3 /e" 

Mitre Gauge 

Standard 

Standard 

Blade Dimensions 

3 / 8 " x .025" x 92 V 2 " standard 

3 /a" x .025" x 92 V 2 " standard 

Overall Dimensions 
Height x Width x Depth 

3 / 8 " x .025" x 104V2" w/raiser block 

68V 4 " x 26V 4 " x 18V 8 " 

3 /b" x .025" x 104V2" w/raiser block 

68V 4 " x 267 4 " x 18V 8 " 

Weight 

234 Lbs. 

234 Lbs. 


*625, 1061, 1683, 2578 SFPM with optional 4-speed conversion kit 


See Safety Information on page 74 


8214 

6" Under Guide 

12" Under Guide W/Riser Block 
13 V 2 " From Blade To Frame 
1 HP, 1 PH, 1725 RPM, 115/230 VAC 

2720 SFPM Standard* 

14" x 14" 

44" 

45° 

10 ° 


3 / 4 " x 3 / 8 " 

Standard 

3 / 8 " x .025" x 9272" standard 
3 /e" x .025" x 1 04 V 2 " w/raiser block 

68V 4 " x 26V 4 " x 18Vs" 

200 Lbs. 










VERTICAL BAND SAWS 



SPECIFICATIONS 


Model 8014 

Vertical Cutting Capacity 
Throat Depth 
Blade Width 
Length of Saw Blade 
Beit Stepless Variable Speed 

* Main Motor 
Electric Welder 
Table Tilt 
Height of Table 
Dimension of Machine 

Net Weight 
Table Size (Tilting) 


6 Vie" (1-170mm) 
14 3 /ie" (360mm) 

Vs” - Vs" (2-13mm) 
8'10 ,, -9 , 2 , /s" 

98' - 394’ ft/min 
(30 - 20m/min) 

1 HP 
2.0KVA 

R-45° L-15° F.B-10 0 
357i6" (900mm) 

63" x 387i6” x 2217ie" 
(1600 x 970 x 580mm) 
709 lbs. 

19 1 /s"x21 1 /4" 


* All models are equipped 220/440V. 115V at switch, mag¬ 
netic starter, 3 phase. 


REPLACEMENT BLADES 


Catalog 

Number 

UPC 

Number 

Description 

910838 

50004 

Va" x .025 x 9'2Va" (10 teeth) for 8014 


ORDERING INFORMATION 


Catalog 

Number 

UPC 

Number 

Description 

8014 

80014 

14" Vertical Band Saw, 1 HP, 3 phase, 220/440 



Volt, 115 at switch, magnetic starter. 



Weight 709 lbs. 


ACCESSORIES 


Catalog 

Number 

UPC 

Number 

Description 

8000 

80000 

Electric Blade Welder for use with Vertical Band 
Saw model 8014. 



OPTIONAL BLADE WELDER 

A Blade Welder with 
Grinder, Blade Shear, and 
Annealer is available. This 
unit when ordered is 
mounted onto the vertical 
band saw, and is capable 
of welding new or broken 
blades. 

Please note: These weld¬ 
ers are not dual voltage. 

When ordering, please 
specify either 220 or 440 
voltage. 

To order, see accessories chart to the left. 



See Safety Information on page 74 


67 






































TRADESMAN DRILL PRESSES 


Practical Light to Medium Duty Drilling 
Models 

Both the 15" 12-speed, and the 20” 12-speed models, feature 
a rugged cast iron design with a ground steel column for 
lasting drilling accuracy in metal, wood or plastic. The head 
castings feature a permanently lubricated ball bearing spindle 
assembly, and four heavy duty ball bearings mounted on a 2" 
diameter quill for extended life. 


ORDERING INFORMATION 


Catalog 

Number 

UPC 

Number 

Description 

2500 

20500 

15" 12-speed Floor Model, V 2 HP, 1725 RPM, 
115 Volt motor, Shipping Weight: 185 lbs. 

2530 

20530 

15" 12-speed Bench Model, V 2 HP, 1725 RPM, 
115 Volt motor, Shipping Weight: 157 lbs. 

2550 

20550 

20 " 12-speed Floor Model, 1 HP, 1725 RPM, 
115 Volt motor, Shipping Weight: 321 lbs. 



SPECIFICATIONS 


Model Number 

15" Floor 2500 

UPC Number 

20500 

Capacity, cast Iron: 

Up to 5 /a" 

Capacity, steel: 

Up to V 2 " 

Drills to center: 

15" 

Motor: 

V 2 HP, 1725 RPM, 1 PH 

Quill Diameter: 

1 7 /e" 

Spindle Travel: 

3 3 /a" 

Chuck Size: 

5 /a"; Key Chuck 

Spindle Speeds: 

250, 340, 390,510, 600, 650, 

990, 1550, 1620, 1900, 2620, 3100 

Table Size: 

10 " x 10 " 

Table Work Surface: 

10 " x 10 " 

Column Diameter: 

2 7 / 8 " 

Base Size: 

11"x 19V 2 " 

Spindle to Base: 

48 3 /4 h 

Overall Size: 

26" x 13 3 /a" x 63V2" 


Model Number 

20" Floor 2550 

UPC Number 

20550 

Capacity, cast Iron: 

Up to 3 /4" 

Capacity, steel: 

Up to 5 /a" 

Drills to center: 

20 " 

Motor: 

1 HP, 1725 RPM, 1 PH 

Quill Diameter: 

2 V 4 " 

Spindle Travel: 

4 3 /4" 

Chuck Size: 

5 /a" 

Spindle Speeds: 

150, 260, 300, 440, 490,540, 

1150, 1550, 1840, 2220, 2950, 4200 

Table Size: 

I 8 V 2 " x I 6 V 2 " 

Table Work Surface: 

14" x 16" 

Column Diameter: 

3 5 / 8 " 

Base Size: 

22 3 /4"x17 3 / 4 " 

Spindle to Base: 

43 V 2 " 

Overall Size: 

33V 2 " x 18 V 2 " x 67" 


15" Bench 2530 
20530 

Up to 5 /e" 

Up to V 2 " 

15 " 

V 2 HP, 1725 RPM, 1 PH 
1 7 /a" 

3 3 / 8 " 


5 /s"; Key Chuck 

250, 340, 390, 510, 600, 650, 

990, 1550, 1620, 1900, 2620, 3100 
10 " x 10 " 

10 " x 10 " 

2 7 /s H 

irxisva" 

24V 2 " 

26" x 13 3 / 8 " x 63 V 2 " 



Bench Model 
2530 - 12-speed 
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15" VARI-SPEED AND 6-SPEED DRILL PRESSES 


Both these 15" drills are heavy-duty to provide a solid base for 
drilling, and offer greater range in spindle speed than any 
competitor. Larger quills mean greater accuracy and the 
expansive production worktable, equipped with two V 2 " T- 
slots and coolant trough, gives the operator the room to 
operate and supports the job. The backbone of the system is 
a 3" column for head support, and heavy-duty cast head that 
provides optional quill support. Deflection is minimized by this 
construction. 

The Wilton Vari-Speed Drill Press provides power at speeds 
from 400 to 5,000 RPM. Simple handwheel adjustment sets 
the speeds, and an immediate speed reading appears on the 
face plate scale. Optional spindle speed of 266-3200 RPM. 
The Wilton 6-Speed Drill uses a 1725 RPM motor standard to 
provide speeds of 375, 625, 1125, 1950, 3400, and 5000 
RPM. Wilton’s belt and pulley system delivers maximum 
power and ensures safety during speed changes. Slow 
speed option available. 


SPECIFICATIONS 


Capacity, cast iron*: 

Capacity, steel*: 

Driils to center: 

Quill diameter: 

Spindle travel: 

Spindle speed, Vari-Speed: 

With 1725 RPM motor: 

With 1140 RPM motor: 
Spindle speeds, 6-speed: 

With 1725 RPM motor: 

With 1140 RPM motor**: 

Single Spindle Roor Models: 
Table overall/Table working 


Up to 5 /8” 

Up to V 2 " 

15 " 

2V4" 

6 " 

400 to 5000 
266 to 3200 

375, 625, 1125, 
1950, 3400, 5000 
250,410, 745, 1290, 
2300, 3300 


1 5V4 h x 17 3 / 4 " /1 2 V 2 " x 1 4 V 2 " 


T-slot: V 2 " 

Spindle to table: 41" 

Spindle to base: 4772" 

Overall height: 6772" 


Single Spindle Bench Models: 

Table overall / Table working surface: 

10" x 17 3 / 4 " /1274" x 14 3 / 4 " 


Spindle to table: 1274" 

Spindle to base: 18" 

Overall height: 3872" 


* Capacities for continuous production use will vary based on application. 
Contact your Wilton representative with your exact production line specifica¬ 
tions. 



MADE IN 
THE U.S.A. 


ACCESSORIES 


ORDERING INFORMATION 


Catalog 

Number 

UPC 

Number 

Description of Standard Equipment 

5816 

30029 

15" Vari-speed floor model with production 
table; V 2 key chuck; 3 A HP, 1725 RPM 

115/230V motor and push button switch, 

1 phase. Shipping weight: 238 lbs. 

3816 

30479 

15" 6-speed floor model with production table, 

V 2 " key chuck; 3 A HP, 1725 RPM 115/230V 
motor and push button switch, 1 phase. 

Shipping weight: 236 lbs. 


Catalog 

Number 

UPC 

Number 

Description 

502462 

32704 

Threaded No. 2 MT adapter. 2 lbs. 

504175 

31845 

Tilt table (1474" x 11 74 " ground surface) 
double slots. Optional on VS Drills with 3" 
column. 25 lbs. 

505810 

31700 

Head or table raiser kit for 15" VS Head Multiple 
Spindle models with 3" diameter columns. 
Factory installed only. 25 lbs. 

524600 

50041 

Halogen work light 

524602 

50042 

Magnet base for halogen work light. 


See Safety Information on page 74 
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LIFT TABLES 



Wilton tables have unlimited applications. These powerful lift 
tables with complete mobility allow use in machine service or 
repair, finished goods or parts handling, production table 
extension or anywhere you need to lift and transport heavy 
items. 

Equip the lift table with a Combination Pipe and Bench Vise 
to make it an adjustable height maintenance table. 



SPECIFICATIONS 


Maximum Capacity 
Table Height - Maximum: 
Minimum: 

Table Top Dimensions: 
Overall Dimensions: 


Shipping Weight: 
UPC Number: 


Model 550 

Model 1600 

550 lbs. 

1600 lbs. 

34" 

3874” 

10 " 

167e" 

40" L 

3974” L 

1974" W 

2 OV 2 " W 

40" L 

52" L 

217 8 " W 

21VV W 

347s” H 

3874" H 

145 lbs. 

319 lbs. 

18550 

18160 





Raise table easily with foot 
pedal 


Accessible brake pedal, shown 
on model 1600 



Hydraulic cylinder and hand 
knob 
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WILTON’S SAFETY PROGRAM 


Wilton Clamping Tool Safety 
Program 

■ Promote Shop Safety 

■ Improve Efficiency 

■ Identify Unsafe Tools 


Safety Cyborg Says... 

Improve efficiency and safety in your facility by 
educating personnel on proper use and applica¬ 
tions of clamping tools. Identify any clamping tools 
which are out of specification so that they can be 
repaired or replaced. 


Wilton Corporation can provide a 

safety program which: 

■ Educates plant personnel on safe clamping 
applications 

■ Provides inspection of clamping tools in your 
plant 

■ Provides a written survey of clamping products 
in use and the condition of each 



Wilton’s Safety Program consists of: 

■ Short Safety Video 

■ Safety Inspection 

■ Safety Survey Summary 

■ A Valued Added Wilton Service 


Factory trained personnel are available to provide this service 
to your company. If you would like to learn more about 
Wilton’s Safety Program, please contact us. 
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CORRESPONDING 
CATALOG NUMBERS 

This comparative chart was complied for the convenience of buyers without any intent to draw a comparison. 
Blank spaces indicate that to the best of our knowledge no competitive makes are available. 

MACHINIST VISES - SWIVEL BASE 


Jaw Milwaukee Tool 

Width WILTON Starrett Columbian Morgan Parker Reed Ridgid 


2V2 " 

250S 

— 

— 

— 

— 

— 

— 

3" 

300S 

923C 

603M3 

130 

973B 

103S 

30SN 

3V 2 " 

350S 

923V 2 C 

603M3 

135 

973B 

103V2S 

35SN 

4" 

400S 

924C 

604M3 

140 

974B 

104S 

40SN 

4V 2 " 

450S 

924V2C 

604V 2 M3 

145 

9741/2 B 

104V2S 

45SN 

5" 

500S 

925C 

605M3 

150 

975B 

105S 

50SN 

6" 

600S 

926C 

606M3 

160 

976B 

106S 

60SN 

8" 

800S 

— 

608M3 

180 

978A 

108S 

80SN 



MACHINIST VISES 

- STATIONARY BASE 



2V 2 " 

250N 

_ 

— 

— 

— 

— 

— 

3" 

300N 

923A 

503M3 

30 

953B 

103N 

30PN 

31/2 " 

350N 

923V 2 A 

503V2M3 

35 

953V2 B 

1031/2 N 

35PN 

4" 

400N 

924A 

504M3 

40 

954B 

104N 

40PN 

4V2" 

450N 

924V 2 A 

504V2M3 

45 

9541/2 B 

104V2 N 

45PN 

5" 

500N 

925A 

505M3 

50 

955B 

105N 

50PN 

6" 

600N 

926A 

506M3 

60 

956B 

106N 

60PN 

8" 

800N 

— 

508M3 

80 

958A 

108N 

80PN 



COMBINATION PIPE AND BENCH VISES 



3V2" 

C-0 

323V 2 

203V2M3 

87 

433V2A 

1C 

35CPN 

4V2" 

C-1 

324V2 

204V2 M3 

88 

434V2A 

2C 

45CPN 

5" 

C-2 

325 

205M3 

288V2 

435 

3C 

— 

6" 

C-3 

326 

206M3 

289V2 

436 

4C 

60CPN 




UTILITY VISES 




3V 2 " 

643Vi 

013V2C 

D 431/2 

763 

— 

23V2A 

3500R 

4" 

644 

014C 

D44 

764 

— 

24A 

4000R 

5" 

645 

015C 

D45 

765 

— 

25A 

5000R 

6" 

646 

— 

D46 

— 


— 

— 




WOODWORKERS’ VISES 




4 "x7 " 

51A(C) 

— 

7CD 

10A 

25W 

7DA 

— 

4"x10" 

62A(C) 

— 

10CD 

20A 

26W 

10DA 

— 

4"x7" 

53A(R) 

— 

7RD 

100A 

445W 

7QDA 

— 

4"x10" 

64A(R) 

— 

10RD 

200A 

446W 

10QDA 

— 

7 "x7 " 

76A(C) 

— 

— 

— 

— 

— 

— 

7 "x7 " 

77A(R) 

— 

— 

— 

— 

— 

— 


(C) = Continuous Nut (R) = Rapid Acting Nut 


WILTON PRODUCTS ARE COVERED BY THESE PATENTS: 


WILTON Vises 

PERMA-PAD (for C-Clamps) 

Wilton FLIP GRIP Vise 

CANADA- 


Machinists’ Vises 

US Patent Pending 

US Patent No. 3675916 

N.S. 21302 

- Trademark Wilton 

Combination Pipe and Bench Vises 

Trademark Registered 


472713 - PowRarm 



Wilton Woodworking Vise 



WILTON Milling Machine Vises 

POWRARM Work Positioners 

Rapid Acting Nut 

One or more of the following WILTON Products 

US Patent Pending 

US Patent No. 2559925 

US Patent No. 3699440 

are patented in the following foreign countries 


Trademark Registered 




Wilton Woodworkers’ Vises 


Wilton VERTI-LOCK 

Australia 

Japan 

US Patent No. 2430458 

Wilton 7" x 7" Woodworkers’ Vise 

Trademark 

Belgium 

Mexico 

US Design Pat. No. D181115 

US Patent No. 3377061 


England 

South Africa 

Trademark 


France 

Sweden 

Wilton OFFSET Woodworkers’ Vises 



Germany 

Switzerland 

US Patent Pending 



Italy 

Spain 


All efforts are made to keep our product specifications current. However, we reserve the right to make changes and 
improvements without prior notice. 
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SAFETY INFORMATION VISES 

A WARNING! 


* MISUSE OF VISES CAN CAUSE SERIOUS INJURY TO EYES, HANDS AND OTHER BODY PARTS 

* TO ENSURE SAFETY, VISE MUST BE SET UP AND USED PROPERLY. 

* BEFORE SET UP AND USE, READ, UNDERSTAND AND FOLLOW ALL INSTRUCTIONS AS OUTLINED BELOW. 

WHEN SETTING-UP VISE: 

* TO HOLD DOWN BASE OF VISE, USE PROPER SIZE NUTS, BOLTS AND LOCKWASHERS IN ALL MOUNTING HOLES. 

* NEVER WELD BASE OF VISE TO ANY METAL OBJECT. 

* FOR SWIVEL BASE VISE, ONLY HAND-TIGHTEN HANDLES ON LOCKNUTS AT SIDES OF VISE. 

* NEVER USE EXTENSION PIPE TO TIGHTEN HANDLES ON LOCKNUTS - THIS CAN CAUSE HANDLES TO BEND. 

WHEN USING VISE: 

* ALWAYS USE VISE OF PROPER SIZE AND CAPACITY TO HOLD WORK OBJECT. 

* NEVER USE HAMMER, EXTENSION PIPE, OR CHEATER BAR ON SPINDLE HANDLE OF VISE. 

* NEVER UNSCREW MOVABLE JAW BEYOND MAXIMUM SPECIFIED OPENING OF VISE. 

* NEVER USE VISE TO PRESS AN OBJECT INTO OR OUT OF ANOTHER OBJECT. 

* ALWAYS WEAR EYE AND FACE PROTECTION WHEN STRIKING OR USING POWER TOOLS WITH A VISE. 


SAFETY INFORMATION FOR CLAMPING SYSTEMS 

AWARNING! 

* MISUSE OF C-CLAMPS OR L-CLAMPS CAN CAUSE SERIOUS INJURY TO EYES, HANDS AND OTHER BODY PARTS 

* TO ENSURE SAFETY, C-CLAMPS AND/OR L-CLAMPS MUST BE SELECTED, INSPECTED AND USED PROPERLY. 

* READ, UNDERSTAND AND FOLLOW ALL INSTRUCTIONS AS OUTLINED BELOW AND IN ALL RELEVANT LITERATURE. 

BEFORE USING WORKHOLDING CLAMPS: 

* SELECT ENOUGH CLAMPS OF PROPER SIZE AND CAPACITY TO HANDLE JOB BEING DONE. 

* ALWAYS INSPECT CLAMPS BEFORE USING. NEVER USE A CLAMP WITH: 

* BENT, TWISTED, OR CRACKED FRAME 

* BADLY WORN THREADS ON SPINDLE 

* BENT OR CRACKED SPINDLE 

* SWIVEL PADS BADLY WORN OR MISSING FROM SPINDLE 

WHEN USING WORKHOLDING CLAMPS: 

* NEVER USE HAMMER OR PIPE EXTENSION TO TIGHTEN A CLAMP; ONLY TIGHTEN TO PREVENT SLIPPAGE. IF A 
WRENCH IS USED ON AN CLAMP, DO NOT EXCEED THE RECOMMENDED "NOMINAL CLAMPING PRESSURE/LBS." 

* NEVER USE A CLAMP AS PERMANENT HOLDING DEVICE; ALWAYS USE CLAMP ONLY AS A TEMPORARY HOLDING 
TOOL. 

* NEVER USE A CLAMP TO SECURE LOADS ON MOVING VEHICLES; VIBRATIONS CAN CAUSE THEM TO LOOSEN. 

* NEVER USE A CLAMP WITH CHAIN, STRAP, CABLE OR HOOK TO LIFT OR MOVE A LOAD OR WORK OBJECT. 

* NEVER USE A CLAMP TO SUPPORT ANY SCAFFOLDING. 

* NEVER WELD ANY PARTS OF A CLAMP TO OTHER METAL OBJECTS BEFORE CONSULTING WILTON CORPORATION. 

* NEVER STRIKE OR USE POWER TOOLS ON OBJECTS THAT ARE CLAMPED USING WORKHOLDING CLAMPS WITHOUT 
WEARING EYE AND FACE PROTECTION. 
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SAFETY INFORMATION SPECIALTY SHOP EQUIPMENT 

AWARNING! 

* MISUSE OF THIS MACHINE CAN CAUSE SERIOUS INJURY. 

* FOR SAFE OPERATION MACHINE MUST BE SET UP, USED AND SERVICED PROPERLY. 

* READ, UNDERSTAND AND FOLLOW ALL INSTRUCTIONS AS OUTLINED BELOW AND IN OPERATORS AND PARTS MANUAL 
SHIPPED WITH MACHINE. 

WHEN SETTING-UP MACHINE: 

* ALWAYS AVOID USING MACHINE IN WET, DAMP OR POORLY LIGHTED WORK AREAS. 

* ALWAYS BE SURE MACHINE IS ANCHORED SECURELY TO FLOOR. 

* ALWAYS KEEP MACHINE GUARDS IN PLACE. 

* ALWAYS PUT START SWITCH IN OFF POSITION BEFORE PLUGGING IN MACHINE. 

WHEN USING MACHINE: 

* NEVER OPERATE WITH MACHINE GUARDS MISSING. 

* ALWAYS WEAR SAFETY GLASSES WITH SIDE SHIELDS (SEE ANSI Z87.1). 

* NEVER WEAR LOOSE CLOTHING OR JEWELRY. 

* NEVER OVER-REACH YOU MAY SLIP AND FALL INTO MACHINE. 

* NEVER LEAVE MACHINE RUNNING WHILE AWAY FROM IT. 

* ALWAYS SHUT MACHINE OFF WHEN NOT IN USE. 

WHEN SERVICING MACHINE: 

* ALWAYS UNPLUG MACHINE FROM ELECTRIC POWER BEFORE SERVICING. 

* ALWAYS FOLLOW INSTRUCTIONS IN OPERATORS AND PARTS MANUAL WHEN CHANGING ACCESSORY TOOLS OR 
PARTS. 

* NEVER MODIFY MACHINE WITHOUT CONSULTING WILTON CORPORATION. 
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METRIC CONVERSION CHART 


Millimeter 

Inches 

Millimeter 

Inches 

Kilograms Pounds 

1.5 

Vi 6 

25 

1 

0.5 

1 

3 

V8 

51 

2 

2 

5 

6 

V4 

76 

3 

4.5 

10 

8 

5 /l6 

102 

4 

9 

20 

10 

3 /8 

127 

5 

23 

50 

12 

V2 

152 

6 

34 

75 

14 

9 /l6 

178 

7 

45 

100 

16 

5 /8 

203 

8 

52 

115 

19 

3 /4 

254 

10 

68 

150 

22 

7 /8 

305 

12 

91 

200 

24 

15 /16 

356 

14 

102 

225 


1 Inch = 2.54 Millimeters 1 Millimeter = .03937 Inches 

1 Pound = 0.4536 Kilograms 1 Kilogram = 2.2046 Pounds 














INDUSTRIAL PRODUCTS GROUP: 


This catalog illustrates the most widely used products Wilton 
offers for Welding, Pipeline, Contractors, Metal Fabrication 
and Maintenance. Consult your Wilton Distributor for details 
on our full line of products. 
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